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  Standard Buccaneer - IP68 & IP69K [image: IP68 IP69K]

Waterproof Connector System

  	[image: *]	[image: *]	[image: *]
				IP68 & IP69K rated
	Water and dust proof to IP68 & IP69K when mated
	2, 3, 4, 6, 7, 9, 12 and 25 pole 
	12A, 277V ac/dc 2 pole screw terminal, 3 pole screw terminal and crimp contacts
	10A, 277V ac/dc 4 pole screw terminal
	5A, 277V ac/dc 6 and 7 pole screw terminal
	5A, 150V ac/dc 9 pole crimp contacts
	5A, 50V ac/dc 12 pole crimp and solder contacts
	1A, 50V ac/dc 25 pole crimp and solder contacts
	BNC versions 50Ω and 75Ω
	Plug or socket connection in each body style
	Compact design
	Diameter over coupling ring 38mm
	Sealing caps available to maintain IP68 & IP69K rating of unmated connectors
	7 body styles - flex cable, in-line flex cable, panel mount (front), panel mount (rear), PCB mount, bulkhead and flange mount

	 	[image: Standard Bucanneer waterproof connectors]
		
                      Leading earth contact for 3 pole socket version                    
	
                      Positive locating keyways - cannot be mis-connected                    
	
                      Easy assembly - no special tools required on screw terminal versions                    
	
                      Cable range from 3.5mm - 9mm                    
	
                      Colour coded identification variants                    
	
                      Pre-wired, overmoulded cable assemblies                    
	
                      UL, CSA and VDE approvals                    
	
                      RoHS Compliant                    


                    NEW - PX0777 4,6 & 8 Pole Sealed In-Line Cable Joiner versions launched - find out more

                     





	 
	[image: Flex Mounting Connector - click to open larger image]

           
	Flex Cable Connector

          		Mates with In-Line Flex or Panel Mounting Versions
	Screw Locking Ring
	Pin or Socket Versions
	Leading Earth on 3 pole connectors
	Poles 2, 3, 4, 6, 7, 9, 12, 25 or BNC
	Standard Cable Acceptance (2 to 9 pole) 6-8mm, 3.5-9mm with alternative glands
	RoHS Compliant


           
	Data Sheet

          [image: Datasheet for Standard Buccaneer]

          Complete Range. PDF file, 3.5Mb,
        9 pages

		No Poles	Termination	Pin Contacts	Socket Contacts
	[image: *]
	2	Screw	PX0736/P	PX0736/S
	3	Screw	PX0731/P	PX0731/S
	3	Crimp	PX0776/P	PX0776/S
	4	Screw	PX0748/P	PX0748/S
	6	Screw	PX0739/P	PX0739/S
	7	Screw	PX0745/P	PX0745/S
	9	Crimp	PX0728/P	PX0728/S
	12	Crimp/Solder	PX0794/P	PX0794/S
	25	Crimp/Solder	PX0820/P	PX0820/S
	50ohmBNC	Crimp	PX0742/P/50OHM	 
	75ohmBNC	Crimp	PX0742/P/75OHM	 
	[image: *]


           

          [image: *]
	 
	[image: PX0732 - click to open larger image]

           
	In-Line Flex Cable Connector

          		Mates with Flex Cable Connector
	Pin or Socket Versions
	Leading Earth on 3 pole connectors
	Poles 2, 3, 4, 6, 7, 9, 12, 25 or BNC
	Standard Cable Acceptance (2 to 9 pole) 6-8mm,

              3.5-9mm with alternative glands
	RoHS Compliant


           
	 

		No Poles	
                Termination
            	
                Pin Contacts
            	
                Socket Contacts
            
	[image: *]
	2	
              Screw
            	
              PX0737/P
            	
              PX0737/S
            
	3	
              Screw
            	
              PX0732/P
            	
              PX0732/S
            
	3	Crimp
	PX0778/P
	PX0778/S

	4	
              Screw
            	
              PX0749/P
            	
              PX0749/S
            
	6	
              Screw
            	
              PX0740/P
            	
              PX0740/S
            
	7	
              Screw
            	
              PX0746/P
            	
              PX0746/S
            
	9	
              Crimp
            	
              PX0729/P
            	
              PX0729/S
            
	12	Crimp/Solder
	PX0795/P
	PX0795/S

	25	
              Crimp/Solder
            	
              PX0821/P
            	
              PX0821/S
            
	50ohmBNC	
              Crimp
            	
            	
              PX0743/S/50OHM
            
	75ohmBNC	
              Crimp
            	
            	
              PX0743/S/75OHM
            
	[image: *]


           
	 
	[image: PX0730 - click to open larger image]

           
	Front Panel Mounting Connector

          		Mates with Flex Cable Connector
	Front panel mounting
	Single Hole Fixing
	Pin or Socket Versions
	Poles 2, 3, 4, 6, 7, 9, 12, 25 or BNC
	RoHS Compliant

	 

		No Poles	
                Termination
            	
                Pin Contacts
            	
                Socket Contacts
            
	[image: *]
	2	
              Screw
            	
              PX0735/P
            	
              PX0735/S
            
	3	
              Screw
            	
              PX0730/P

            	
              PX0730/S
            
	3	Crimp
	PX0779/P
	PX0779/S

	4	
              Screw
            	
              PX0747/P
            	
              PX0747/S
            
	6	
              Screw
            	
              PX0738/P
            	
              PX0738/S
            
	7	
              Screw
            	
              PX0744/P
            	
              PX0744/S
            
	9	
              Crimp
            	
              PX0727/P
            	
              PX0727/S
            
	12	Crimp/Solder
	PX0796/P
	PX0796/S

	25	
              Crimp/Solder
            	
              PX0822/P
            	
              PX0822/S
            
	50ohmBNC	
              Crimp
            	
            	
              PX0741/S/50OHM
            
	75ohmBNC	
              Crimp
            	
            	
              PX0741/S/75OHM
            
	[image: *]


           
	 
	[image: PX0709 - click to open larger image]

           
	Rear Panel Mounting Connector

          		Mates with Flex Cable Connector
	Rear panel mounting
	Single Hole Fixing
	Pin or Socket Versions
	Poles 2, 3, 4, 6, 7, 9, 12 or 25
	 RoHS Compliant

	 
		No Poles	Termination	Pin Contacts	Socket Contacts
	[image: *]
	2	Screw	PX0709/P/02	PX0709/S/02
	3	Screw	PX0709/P/03	PX0709/S/03
	3	Crimp	PX0708/P/03	PX0708/S/03
	4	Screw	PX0709/P/04	PX0709/S/04
	6	Screw	PX0709/P/06	PX0709/S/06
	7	Screw	PX0709/P/07	PX0709/S/07
	9	Crimp	PX0708/P/09	PX0708/S/09
	12	Crimp/Solder	PX0708/P/12	PX0708/S/12
	25	Crimp/Solder	PX0708/P/25	PX0708/S/25
	[image: *]


           
	 
	[image: PX0707 - click to open larger file]

           
	PCB Mounting Connector

          		Mates with Flex Cable connector
	Rear panel mounting
	No. poles: 3, 4, 6, 9, 12 or 25
	Pin or socket versions
	Pre-loaded Gold Plated contacts
	RoHS Compliant

	 
		No Poles	Termination	Pin Contacts	Socket Contacts
	[image: *]
	3	PCB	PX0707/P/03	PX0707/S/03
	4	PCB	PX0707/P/04	PX0707/S/04
	6	PCB	PX0707/P/06	PX0707/S/06
	9	PCB	PX0707/P/09	PX0707/S/09
	12	PCB	PX0707/P/12	PX0707/S/12
	25	PCB	PX0707/P/25	PX0707/S/25
	[image: *]


           
	 
	[image: PX0756 - click to open larger image]

           
	Bulkhead Flange Mounting Connector

          		Mates with Flex Cable Connector
	Screw Fixing Flange
	Pin or Socket Versions
	Poles 2, 3, 4, 6, 7, 9, 12, 25 or BNC
	Supplied with sealing gasket and screw sealing

              grommets
	RoHS Compliant

              

            

	 

		No Poles	Termination	Pin Contacts	Socket Contacts
	[image: *]
	2	Screw	PX0757/P	PX0757/S
	3	Screw	PX0756/P	PX0756/S
	3	Crimp	PX0787/P	PX0787/S
	4	Screw	PX0761/P	PX0761/S
	6	Screw	PX0758/P	PX0758/S
	7	Screw	PX0760/P	PX0760/S
	9	Crimp	PX0762/P	PX0762/S
	12	Crimp/Solder	PX0798/P	PX0798/S
	25	Crimp/Solder	PX0823/P	PX0823/S
	50ohmBNC	Crimp	 	PX0759/S/50OHM
	75ohmBNC	Crimp	 	PX0759/S/75OHM
	[image: *]


           
	 
	[image: PX0765 - click to open larger image]

           
	Low Profile Flange Mounting Connector

          		Screw Flange Fixing
	Pin or Socket Versions
	Poles 2, 3, 4, 6, 7, 9, 12, 25 or BNC
	Mates with Flex Cable Connector
	Supplied with sealing gasket and screw sealing

              grommets
	RoHS Compliant

              

            

	 

		No Poles	Termination	Pin Contacts	Socket Contacts
	[image: *]
	2	Screw	PX0764/P	PX0764/S
	3	Screw	PX0765/P	PX0765/S
	3	Crimp	PX0781/P	PX0781/S
	4	Screw	PX0766/P	PX0766/S
	6	Screw	PX0767/P	PX0767/S
	7	Screw	PX0768/P	PX0768/S
	9	Crimp	PX0769/P	PX0769/S
	12	Crimp/Solder	PX0797/P	PX0797/S
	25	Crimp/Solder	PX0824/P	PX0824/S
	50ohmBNC	Crimp	 	PX0763/S/50
	75ohmBNC	Crimp	 	PX0763/S/75
	[image: *]


           
	 
	[image: Coloured Contact Inserts - click to open larger image]

           
	Coloured Contact Inserts

          	With or with matching gland nut
	Aids identification
	Available in; Black, Blue, Green, Grey, Light Grey, Red, White and Yellow
	RoHS Compliant

	 

	[image: Contacts for 12 and 25 way inserts - click to open larger image]

           
	12 and 25 way Contacts 

          	 Contacts for 12 and 25 way inserts
	 Crimp or Solder pins and sockets
	 12 way: 5A, 50V, 25 way: 1A, 50V
	 Supplied in packs of 10 
	RoHS Compliant


          	25 way Contacts (pks of 10) 	Solder	Crimp
	Pins	SA3180/1 	SA3180
	Sockets	SA3179/1 	SA3179
	 	 	 
	12 way Contacts (pks of 10) 	Solder	Crimp
	Pins	SA3348/1	SA3348
	Sockets	SA3347/1	SA3347
	 	 	 

	      
	[image: Assembly tools - click to open larger image]

           

           

           

           
	 Assembly Tools

          	 Crimp tools for 3, 9, 12 and 25 pole crimp contacts
	Insertion/Extraction Tool for 25 pole contacts


          	Crimp Tool (25 pole) 	P.No. 14025 
	Positioner (25 pole) 	P.No. 14025/1AMP
	Crimp Tool (12 pole) 	P.No. 14025 
	Positioner (12 pole) 	P.No. 14025/5AMP 
	Crimp Tool (9 pole) 	P.No. 13826 
	Crimp Tool (3 pole) 	P.No. 14232 
	3 pole positioner 	P.No. 14232/1 
	Insertion/Extraction Tool (25 pole) 	P.No. 13027 
	Insertion/Extraction Tool (12 pole) 	P.No. 13027/1 
	Insertion/Extraction Tool (3 pole) 	P.No. 13027/3 
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	SA3253 Cable Glands

          	Pack of alternative cable glands to suit cables from

              3.5 to 9mm dia. 

	 
	[image: Sealing Cap/Assembly Tool - click to open larger image]

           
	Sealing Caps/Assembly Tool 

          	 Sealing caps to maintain IP68 rating of unmated connectors
	Can be used to remove inserts 
	 PX0734 fits Flex Mounting Connector
	 PX0733 fits In-Line Flex, Front Panel, Bulkhead and Flange Mount Connectors 
	PX0711 fits PCB and Rear Panel Mount Connectors 
	RoHS Compliant


           
	 

	[image: PX0799]

         
	PX0799 Rear of Panel Backshell 

        		Provides environmental seal to rear of panel
	Standard cable acceptance 6-8mm, 3.5 to 9mm with alternative glands
	For use on front panel mounting connectors
	Replaces mounting nut in panel connector
	RoHS Compliant

	 
	[image: PVC Insulation Boot - click to open larger image]

           
	12855 PVC Insulation Boot 

          		Shock protection for rear of connector
	Flammability Rating UL94V-0
	Fits Front Panel Mount Versions only
	RoHS Compliant
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	Cable Support Assembly 

          	 Cable Support Accessory
	 Gives Extra Support to the Cable
	 Suitable for 5-7mm and 7-9mm Cable Diameters 
	RoHS Compliant
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	PX0777 3 Pole Sealed In-Line Cable Joiner

          	 16A, 250V ac
	IP68 Rating
	For Sealed In-Line Connections
	Standard Cable Acceptance 6-8mm
	Cable Range 3.5-9mm (using alternative glands)
	Supplied with 3 way Terminal Block
	Available Moulded in Black or Orange
	RoHS Compliant

              

            

	 

        
	[image: Sealed In-Line Cable Joiner - click to open larger image]

           
	[bookmark: PX0777] PX0777 4,6 & 8 Pole Sealed In-Line Cable Joiner

        	IP68 & IP69 Rating
	For Sealed In-Line Connections
	Standard Cable Acceptance 6-8mm
	Cable Range 3.5-9mm (using alternative glands)
	Supplied with 4, 6 or 8 way Terminal Block
	Available Moulded in Black or Orange
	RoHS Compliant

              

            

	Date Sheet

      [image: Standard Buccaneer Wiring]

         PDF file, 426

           

	 	Wiring Information

          	Detailed wiring and assembly information for the Standard Buccaneer 

	Wiring Info

      [image: Standard Buccaneer Wiring]

         PDF file, 246k
              Issue: 8

           

	

          [image: Sample Request]Request a Product Sample

          [image: 3D Model Request]Request 3D Models
	Download the Buccaneer Connectors from Bulgin Product Catalogue No 83 by section:


	
          
          
[image: Download]7000 Series Buccaneer for Power (Plastic), Power (Metal) PDF files.          


[image: Download]6000 Series Buccaneer for Power (Plastic), Power (Metal), Ethernet & USB PDF files.          

          
          
          
          [image: Download]900 Series Buccaneer 2.5Mb PDF file.

              [image: Download]Standard Buccaneer 3.5Mb PDF file.

                  [image: Download]Mini Buccaneer 1.9Mb PDF file.

                  [image: Download]400 Series Buccaneer 2Mb PDF file.

            [image: Download]SMB Buccaneer 1.7Mb PDF file.

            [image: Download]Ethernet Buccaneer 2.7Mb PDF file.

                [image: Download]USB Buccaneer 3.7Mb PDF file.            

            [image: Download]Mini USB Buccaneer 2.1Mb PDF file. 

            [image: Download]SMB Antenna  901k PDF file. 
            

 

          [image: Download the lastest version of Acrobat Reader]Download the latest version of Adobe's Acrobat Reader to view PDF files.
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