CABLE ENTRY DIAMETER

REVISIONS

%DM MIN MINIMUM REV DESCRIPTION DATE_|APPROVED
.4mm: .890 | [FERRULE 066|014 [SEE ECN 80-0084 oB IS
MAX - 1 2/19/8¢ | 2/19/80 |
(22.6mm) CONTACT .024102, | MAJOR CHANGES AND REDRAWN PER oW
450 WASHER -125 ECN 90-0180-2 K1 | 3/8i91
o CLAMP RUT 112
—— 374 Rer — '
(9.5mm)
—r =125 _ax PANEL
] MIN (3.2mm)
(6.0mm)
RECOMMENDED p e —— e -
MOUNTING HOLE AU :] NOTES:
4 — 1. DESIGNED FOR USE WITH RG188/U CABLE.
r i 2. MAX OPERATING FREQ OF CABLE PER MIL-C-17
OSM JACK— | |f | ——*'I
+000 - HOUS ING STAINLESS STEEL PER GOLD PLATE PER
234 ACROSS FLATS CLAMP NUT ASTM-A484 AND ASTM- MIL-G-45204 OVER
{5.9mm) MOUNT ING NUT A582, TYPE 303 NICKEL PLATE PER
) 250-36,UNS-2A 312 HEX LOCKWASHER QQ-N-290
(7.9mm) DIELECTRIC TFE FLUOROCARBON N/A
PER ASTM-D-1457
ELECTRICAL MECHANICAL ENVIRONMENTAL
e Fosiones Trea 50T et AT ramera g g To e CENTER CONTACT | BERYLLIUM COPPER PER | GOLD PLATE PER
Frequency Range (GHz) SEE NOTE 2 Fig. 3102 Vibration MIL-STD-202. Method C17300. CONDITION H COPPER PLATE PER
Volt Rating (VRMS MAX} Recommended Mating 204, Condition D MIL-C-14550
8 Sea Level 250 Torque N/A Shock MIL-STD-202, Method 213,
VSWR 1.15+.02fGHz Mating Characteristics: Condition | \5E§2ELE ?Sﬁgs ';E'g 0Q-B-626 a?t?Gﬁké;EAPE§ER
Insertion Loss (dB MAX)_.06 \/fGHZ Insertion (MAX Lbs) 3.0 Thermal Shock ML-STD-202, WASHER COPPER PLATE PER
RF Leakage (B MIN) -[60-f(GHz)] Withdrawal (MN 02) 10 Method 107. Condition B. MIL-C-14550
Corona, 70,000 Ft (VRMS MIN) 190 Force to Engage and Except High Temp 85°C COMPONENT MATERIAL FINISH
Dielectric Withstanding Voltage Disengage (In/Lbs MAX) 2.0 Moisture Resistance ML-STD-202, ONLESS GTrErwiSE SPECHED w7 =
(VRMS MN) 8 Sea Level 750 Center Contact Captivation Method 106. No Measurement at High | DMENSONS ARE N NGHES | BWC 6/2/67 AMP Incorporated
Contact Resistance {Miliohms MAX) Axial (Lbs) 60 Hunidity. Insulation Resistance Shall | rrac. | neee CahaLes . PRB_6/21/68 140 Fourth Avenue
Center Contact 3.0 Radial (In/02) N/A Be at Least 200 Megohms Within 164 2005 s T EW  6/21/68 Waltham, MA 02451-7599
Outer Contact 20 Cable Retention 5 Min Affer Removal From Humidty | TP :ul::: ;:ny e — e TITLE OSM BULKHEAD JACK
Cable to Housing 0.5 Axial Force (Lbs) 20 Corrosion - ML-STD-202, Method Spectra Incorporated and shall SOLDER CLAMP ATTACHMENT
RF High Potential 8 Sea Level Torque (In/0z) N/A 101, Condition B, (salt spray) :Luhm":::d; 408-04704 =
(VRMS MIN 8 5 MHz) 500 Weight (Grams) TBD bose or e socire o vo. ap (20-438) B ‘ 26805 | 2004-7188-00 ‘ 02,
IRMegohms MN) 5,000 pernission. SOuE 5:1 | | SET 1o 1
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