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A PACK IN ACCORDANCE WITH AMP SPEC 107-3275
A 100 TRAY PACK IN ACCORDANCE WITH AMP SPEC 107-3275
/A Ag PLATING
4 ELECTRICAL CHARACTERISTICS
FREQUENCY RANGE: DC — 4 GHz
NOMINAL IMPEDANCE: 50 Ohm
INSULATION RESISTANCE: 5000 MOhm
WORKING VOLTAGE; 500 Volts RMS at Sea Level
DIELECTRIC WITHSTAND VOLTAGE: 1500 Volts RMS Max
CONTACT RESISTANCE:
CENTRE CONTACT: 1.50 mOhm Max
OUTER CONTACT: 0.20 mOhm Max @ @ @
VSWR @ xGHz: N/A
INSERTION LOSS xdb: N/A 11.90 A/F
5 MECHANICAL CHARATERISTICS
COUPLING RETENTION FORCE: N/A "
CABLE RETENETION FORCE: N/A " 2
MOUNT NUT RECOMMENDED TORQUE: 4N u &
DURABILITY: 500 Cycles Min E S ) Y °
| 2 g ; Y i i 8
6 ENVIRONMENTAL CHARACTERISTICS ! s s
OPERATING TEMPERATURE: -85 to +165 DegC Q
7 FOR TECHNICAL DATA REFER TO YOUR LOCAL TYCO ELECTRONICS SALES OFFICE - — N — —
8 ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED 1/2 28UNEF;
16.00 A/F HEX
4 2.60 10.90 ‘ 0.90 | 11.10
32.50
2 2 PTFE INSULATION 6
1 1 BRASS \ [CONTACT 5
1 1 BRASS 3\ [BODY 4
1 1 BRASS \ |WASHER 3
MOUNTING HOLE 1 1 STEEL 5\ |LOCKWASHER 2
1 1 BRASS 3 HEX NUT 1
1 MATERIAL DESCRIPTION |ITEM
QUANTITY PER ASSY PARTS LIST
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12.10 MIN. DIMENSIONS: THERWISE SPECIFED! Pg HEELER K\NGWUNOS NANE
o X _

- AREELS BNC BULKHEAD ADAPTOR J—J 50 OHM
1 PLC _ —
2 PLC + - _

@g 3 PLC + - APPLICATION SPEC
4 &t + - S _ SIZE CAGE CODDE | DRAWING NO RESTRICTED TO

MATERIAL FINISH WEIGHT — AB 00779 @:. 1478046 o
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