REVISIONS
REV DESCRIPTION DATE | APPROVED
875 01, | RELEASED o s [Mom 129155
060 222
15 MN
AXIAL FLOAT 065
.086-56 UNC-2B DIA +.004
020 ‘| |7 -.002
05 N7 2 PLACES 002 102 DIA THRU
RADIAL FLOAT 377 (2 PLACES)
Z . ] =2 DIA
] i 560 26 f
= +004
— 142 _ 560
372 l 280 142
54 DA~ 71
300 1y, ] 125 250 RECOMMENDED
76 3.2 6.4 MOUNTING HOLE
MAX PANEL ACROSS
OSP _| 380 | FLATS HOUS ING STAINLESS STEEL PER PASSIVATE PER
JACK 97 BUSH ING ASTM-A484 AND ASTM- QQ-P-35
A582, TYPE 303
SPRING STAINLESS STEEL PASSIVATED
ELECTRICAL MECHANICAL ENVIRONMENTAL DIELECTRIC TFE FLUOROCARBON N/A

Nominal Impedance (Ohms) 50
Frequency Range (GHz) DC to 18

Inferface Dimensions

0SM_ MIL-STD-348A. Fig 310.2

Temperature Rating -65°C to +125°C|

Vibration MIL-STD-202, Method

CENTER_CONTACT
CONTACT SLEEVE

PER ASTM-D-1457
BERYLL IUM COPPER _PER

ASTM-B-196 OR ASTM-B-197

GOLD PLATE PER
MIL-G-45204

ALLOY C17300, CONDITION H
BERYLLIUM COPPER PER
AS ALLOY

Volt Rating (VRMS MAX)
8 Sea Level 335

OSP_ SEE CATALOG
Mating Characteristics (0SP & QSM):

204, Condition D.
Shock ML-STD-202, Method 213,

CONTACT RING GOLD PLATE PER

VSWR _ 105 + 005 FiGHz) Insertion (MAX Lbs) 3 Condition I. RETAINING RING TM-B-194, MIL-G-45204
Insertion Loss (dB MAX)_.06 VFGHz) Withdrawal (MN 0z) 1 | Thermal Shack ML-STD-202, C17200, CONDITION H

RF Leakage (B MIN) -60 8 2-3 GHz Force to Engage: Method 107, Conditian C, COMPONENT MATERIAL FINISH
Corona, 70,000 Ft (VRMS MN) 250 OSM (In-Lbs MAX) 20 Molsture Resistance ML-STD-202. [ Ess OTHERWISE SPECFED

Dielectric Withstanding Voltage OSP (Lbs MAX) 30 Method 106 DIMENSIONS ARE N INCHES AMP Incorparated

i FRAC. DEC.  ANGLES 140 Fourth Avenue
{VRMS MIN) 8 Sea Level 1000 Force to Disengage: Corrosion - MIL-STD-202, Method - 1764 005 by Waltham, MA 02451-7599
Contact Resistance (Milliohms MAX} OSM (In-Lbs MAX) 20 101, Condition B, 5% salt spray
Center Contact 40 OSP (Lbs MAX) 15 These drawings and specifi- USE ASS” PROCEDURE TITLE OSP JACK TO OSM JACK FLOAT

cations are the property of
M/A COM Interconnect Div.
and shall not be repraduced

PANEL FEEDTHROUGH FLANGE

Outer Contact 20 MOUNT ADAPTER

Contact Refention

RF High Potential 8 Sea Level Axial (Lbs) 6.0 XXX = in ::: ;m:;f" ‘:’.”':iﬂ;:.:"ﬁfr SZE | CODE DENT No. REV
(VRMS MN 8 5 MHz) 670 Radial (n-02) N/A v ———— the manufacture or sale o ro.ar_ N/A B | 26805 4584-5018-02 | 0%
XX.X = mm f ltem(e) without written

IR(Megohms MN) __5000 Weight (Grame) TBD permisaion. SCALE 2.4 I | SHEET 1 OF 1
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