CHARACTERISTICS
FLUID TYPE: ™
BACKGROUND COLOR: | GRAY
VIEWNG DIRECTION: 6:00
DISPLAY MODE: REFLECTVE
OPERATING VOLTAGE: | & VAC.
OPERATING TEMP. 0'C TO 50°C
STORAGE TEMP. -20C 10 70C
DRIMNG METHODE: STATIC
CONNECTION TYPE: 2 PINS PER PAD X 10
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*UNLESS OTHERWSE SPECFED TOLERANGES FER DECIUAL PRECISON ARE: X=1 (£0.030), XX=£Q:5 {0020}, XXX=£0.25 (10.010), XXXX=20127 [£0.005). LEAD SUIE=£095 (0002), LEAD LENGTH=0.75 (£0.030), NN= *JECNAL PRECEIN
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PART NUMBER REV.
LCD—-S101D22TR B
REV. | EC.N. NUMBER AND_REVISION COMMENTS DATE
A | ECN. #11030. 9.9.03
B8 E.C.N. #11148. 02.07.07
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REV PART NUMBER CONFIDENTIAL_INFDRMATION 290 E. HELEN ROAD
- THE INFORMATION CONTAINED IN THE DOGUMENT IS THE PROPERTY OF PALATINE, IL B0087—6976
LUMEX NG, EXCEPT AS SPECIFCALLY AUTHGRZED IN WRTING BY LUNEX PHONE: +1.B47.359.2750
B LCD—S101D22TR NG,, THE HGDER OF THIS DOCUMENT SHALL KEEP ALL INFORMATION : +1.847.359.
CONTANED HEREIN CONFIDENTUL AND SHALL PROTECT SAME IN WHOLE OR US WEB: www.lumex.com
IN PART FROM DSCLOSURE AND DISSENNATIDN TO ALL THRO PARTIES. TW WEB: www.lumex.com.tw
" RELABLITY NOTE N N N X
2.21" CHARACTER HEIGHT, SINGLE DIGIT LCD GLASS, QUR NANY YEARS OF DXPERINCE nm ACClMu.A'I’IDN INOICATE THAT DRAWN BY: CHECKED BY: |APPROVED BY:|DATE: 11.19.98
SOLDER HEAT IS A MAIDR GAUSE LY AND FUTURE FAILURE. PAGE: 1 OF 1
TN, REFLECTVE, 20 PINS. FLERGE Py ATENRON 10 Y0UR, SOLDEANG PROGESS. i© SCALE:  N/A
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