PART NUMBER REV.
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A | E.C.N. #10BRDR. & REDRAWN. 5-11-99
PIN 1 PIN 14
ELECTRO-OPTICAL CHARACTERISTKS TA=25C 11=1DmA
PARAMETER MIN P MAX _ UNITS _ TEST COND
PEAK WAVELENGTH 585 (YELLOW) nm
15.00 [0.7481 15.24 [0.6001 FORWARD VOLTAGE s M
REVERSE VOLTAGE 50 Ve 1r=100pA
AXIAL INTENSITY 3000 ped 1£=10mA
EMITTED COLOR: YELLOW
FACE COLOR: GRAY
SEGMENT COLOR:  MILKY WHITE DIFFUSED
PIN 7 PIN 8 2.54 [0100]
& PLSD
LIMTS OF SAFE OPERATICN AT 25T PER CHIP
PARAMETER MAX UNTTS
CHARACTER DETAIL
PEAK FORWARD CURRENT* 150 mA
12,60 [0.496] 10.00° STEADY CURRENT 30 mA
' A POWER DISSIPATION 108 mW
DERATE FROM 25°C -12 mW/'C
F . B OPERATING, STORAGE TENP. 4070 +85 ‘C
10.92 [0.430] SOLDERING TEMP. +260 C
e 2.0mm_FROM_BODY 3 SEC. MAX
¢ £ <10LS
90.45 [0.018] we °  rop 314
AL PLS) 1 commoN ANoDE
7.62 10.300] %Z B%Z C% D% E F%f %ZRD%ZLDP%
11310 8 7
45812 NO PIN
*UNLESS OTHERWISE SPECIFIED TOLERANCE IS *0.25mm (+0.0107)
CONFDENTAL NFCRUATION ]
REV. PART NUMBER THE NFORNATION CONTANED N THIS DOCUVENT IS THE PROPERTY OF LWE Ef&nNE“Em'—'[ﬁQ‘ 0|§OA%0067 .
A LDS—A4 13RI N L B T e PHONE: 1-847-359-2790
[CONTANED HEREN CONFIDENTIAL AND SHALL PROTECT SAME IN WHOLE OR INCORPORRNT ED WEB: HTTP://WWW_LUMEX.COM
IN PART FRON DISCLOSURE AND DISSENNATKIN TO ALL THRD PARTIES.
0.43" SINGLE DIGIT. SEVEN SEGMENT DISPLAY, LB MO DRAWN BY: | CHECKED BY: | APPROVED BY:|DATE: 1-14-97
5B85nm YELLOW CHIPS, GRAY FACE WITH WHITE SEGMENTS, CUR MANY YEARS OF EXPERIENCE OATA ACCINLLATON NOICATE PAGE: 1 OF 1
THAT SOLDER HEAT IS A MAJIR GAUSE DF EARLY AND FUTURE
COMMON ANODE. FALURE. PLEASE PAY ATIENTON TO YOLR SDLOERING PROCESS. ) SCALE:  N/A
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