ONCONTROLLED DOCUMENT LEAD FREE REFLON PROFLE PART NUMBER REV.
10 SEC. M. SML-H1505SIC-TR
* PATENT PENDING 2%
)
160
£ 10 ELECTRO-OPTICAL CHARACTERISTICS TA=25C  If=20mA
e PARAMETER MIN TP MAX__ UNTS  TEST GOND
= PEAK WAVELENGTH 635 nm
a 0% FORWARD VOLTAGE 20 2.8 Vf
s REVERSE VOLTAGE 5.0 Ve Ip=100pA
0 TME AXIAL INTENSITY 700 med  If=20mA
VIEWING ANGLE 60 % theta
TOTAL TIME ABOVE 220°C IS 60 SECONDS MAX. EMITTED  COLOR; RED
600 fo23s] 6.00 [0236] £90 (01931 EPOXY LENS FINISH: _ WATER CLEAR
/\ LIMTS OF SAFE OPERATION AT 26'C  PER DIE
PARAMETER MAX UNITS
PEAK FORWARD CURRENT* 100 mA
STEADY GURRENT 3 mA
110 [0:433] POWER DISSIPATION 9% mi
DERATE FROM 25°C -12 mi/'¢
OPERATING TEMP. -30T0 +80 ©
E 600 02361 STORAGE TEMP. -40T0 +100 c
ANDODE
,lj_,j T<10uS
- ol ARITY MARK REDOMMENDED PAD LAYOUT
2.15 [0.085]1 [l 1,00 [0.039] _I [l I__ 125 [0.049]
651 [0.256]
| | Bom (2 PLS) “)
— l— d0.65 [0.026] Noo N\
S8 AN
S5 TAPE FEED DIRECTION - 2.40 [0094]
= — 0 B (@ PLS>
8gR ?; o Bl 4p80 ta00a1)
35 400 [0457) S 1110 [0.437) ' ' —®
—{|— 200 [0079] v ; 0.40 [0.016] 330 [0.130]
coddooloooooo ¥ ~n
\ ~
250 [0.0981 |4 \
' L ] /\_ 660 [0.260]
S (|
I = NOTE: AN
>~ 1. CATHODE IS ORIENTED TOWARDS
<™ 3.60 [0.1421 THE TAPE SPROCKET HOLES.
16.00 (0.630) T 7es Hess UNCONTROLLED DOCUMENT
*UNLESS OTHERWISE SPECFIED TOLERANGES PER DECIMAL FRECISON ARE: X=t1 (20.03), XX=£0.5 (0.020), XXX=£0.25 (£0010), XXNX=£0.127 {£0.005), LEAD SIZE=£0.05 (20.002), LEAD LENGTH=40.75 (+00%0), UN=HJEINAL PRECSION - 4000 oesion
= e Loy g A Lo AT I et a7e
_ — e PHONE: +1.847.359.2790
SML—=H15055IC—TR RS Mo i AL MO US WEB: www. umex.com
IN PART FROM DSCLOSURE AND DISSENNATION T0 ALL THRD PARTIES. I [TW WEB: www.lumex.com.tw
Smm SURFACE MOUNTED DOME LED, QLR NANY YEARS OF w%g%mmm oo nar | DRAWN BY: [ CHECKED BY: JAPPROVED BY: SQI;EE‘- 013.(1)%38
635nm SUPER INTENSITY RED, WATER GLEAR. S e A e TNLLRE. n SCALE:  N/A

Downloaded from Elcodis.com electronic components distributor



http://elcodis.com/parts/770608/SML-H1505SIC-TR.html

