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I
CATHODE MARK ELECTRO-OPTICAL CHARACTERISTICS TA=25C  If= 20mA
PARAMETER MIN P MAX UNITS  TEST COND
N PEAK WAVELENGTH 470 nm
ANCDE CATHODE FORWARD VOLTAGE 35 40 Vi
' REVERSE VOLTAGE 50 Ve lp=100uA
050 [0,020] LEAD FREE REFLOW PROFLE AXIAL INTENSITY 30 med  If=20mA
1.50 [0.059] ™ ' 10 SEC. MAX, VIENING ANGLE 160 2 theta
| %56 EMITTED COLOR: BLUE
I o 5 EPOXY LENS FINISH: WATER CLEAR
£ .0 90-120 SEC. {’g
w1 S
= i LIMITS OF SAFE OPERATION AT 25°C
® | § PARAMETER MAX UNITS
2 & PEAK FORWARD CURRENT* 100 mA
% =z 100 00391 ) STEADY CURRENT 2% mA
il POWER DISSIPATION 80 mi
- m
t 0 TNE DERATE FROM 25°C 1.2 W/C
CATHODE MARK OPERATING TEMP. -25T0 +85 i
TOTAL TIME ABOVE 220°C IS 60 SECONDS MAX. STORAGE TEMP. —30T0 +85 c
<108
4,00 [0.457] NOTES:
— — 2.00 [0.079] RECOMMENDED SOLDER PAD LAYOUT
1, 3,000 PECES PER REEL.
PL3S [woosn 0.90 [00351 —|—| 2. THE CATHODE S CRIENTED @
PCB CENTER 0.20 [0.008] TOWARDS THE TAPE. SPROCKET HOLE-
7 {175 EO 0691 | \
- N\ CAUTION: MOISTURE SENSITVE DEVICE
8.00 [0315] f_ Y] f_ 1 3:50 (01381 B 100 [0:0591 1. SHELF UFE N SEALED BAG
_{ 12 NDNTHS AT <40°C AND <BD% RELATNE HUMDITY {RH).
| Id i ] sohoser RIS RO MM Y,
0P TAPE _/ 200 [0,079] @ PLSS
TAPE FEED DIRECTION 500 01573
*UNLESS OTHERWISE SPECIRED TOLERANGES PER DECMAL PRECISION ARE: X=1 (0.039), XX=E05 (0020, XXI=40.25 (0.016), XXX=0.127 (0.005), LEAD SZE=+0.05 (0902) LEAD LENGTH=£075 (£0.080), M= H]ECNAL PRECISON jpy - 3000, orovsion
REV. PART NUMBER CONFIDENTAL INFORNATION F FEA S 290 E. HELEN ROAD B
G I M T | T e s |CAATNE, I €067 6076
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9.5mm x 3.2mm PCB, RIGHT ANGLE SURFACE MOUNT LED, | ... - . w&%mmm woowe e | DRAWN BY: | CHECKED BY: JAPPROVED BY:[DATE: 11.3.00

470nm BLUE, WATER CLEAR LENS, 3K PER REEL. SOLDER HENT 15 A MR GUSE F EIRLY N FUTURE TALIE o PACE: 1N°/FA1
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