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PART NUMBER REV.

SML-LX15USBC—-TR C

REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A [ ECN. #10967. 3.14.03
B | EC.N. #11010. 7.3.03
C E.C.N. #11145. 11.30.05
ELECTRO—-OPTICAL CHARACTERISTICS Tp=25C I§=20mA
PARAMETER MIN TYP MAX UNITS TEST COND
PEAK WAVELENGTH 470 nm
FORWARD VOLTAGE 35 4.0 V§
REVERSE VOLTAGE 50 Vr Ir=100pA
AXIAL INTENSITY 120 med |f=20mA
E [FAD FREE REFLOW PROFILE VIEWING ANGLE 140 2x thetn
10 SEC. MAX. EMIMTED COLOR: BLUE
”55 EPOXY LENS FINISH: WATER CLEAR
o
< @ 90-120 SEC. /\§? ’
¥ 150 LIMITS OF SAFE OPERATION AT 25°C
= PARAMETER MAX UNITS
& (Y PEAK FORWARD CURRENT* 100 mA
= Q{f)" STEADY CURRENT 30 mA
5% POWER DISSIPATION 98 mi
TR S ST S E— DERATE FROM 25°C -20 mW/'C
0 TIME OPERATING, STORAGE TEMP. -3J0T0 +85 ‘C
IS
TOTAL TIME ABOVE 220°C IS 60 SECONDS MAX.
RECOMMENDED PAD LAYOUT als
1. THE POLARTY MARK IS ORENTED TOWARDS
340 [0134] THE TAPE SPROCKET HOLE.
I I:I I:I 1,50 10,0591
SOR. 3 PLS. CAUTION: MOISTURE SENSIIVE DEVICE | B
4,30 [0.169] 2.80 [0.110] PER JEDEC LEVEL 4 STANDARDS @

0.95 [0.0371 J —

+UNLESS OTHERWISE SPECIFED TOLERANGES PER DECIWAL PRECISIN ARE: X=1 (20.030), XX=E05 (0020}, XXI=0.25 (£0.016), XXX(=H.127 (0.005). LEAD SZE=X0.05 (0002) LEAD LENGTH=0.75 (£0.080), M= +JECNAL PRECISDN

CAUTION. STATIC SENSITIVE CEMICE
FOLLOW PROPER E.S.D. HANDUNG PROCEDURES
WHEN WORKING WITH THIS PART.
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CONFIDENTAL INFDRNATION
THE INFORMATION GONTAINED IN THE DOCUNENT IS THE PROPERTY OF
LUMEX NG, EXCEPT AS SPECIICALLY AUTHORIZED IN WRTNG BY LUNEX
INC., THE HCLDER OF THIS DOCUMENT SHALL KEEP ALL INFORMATIGN
CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SAME IN WHOLE OR

IN PART FROM DSCLISURE AND DISSENNATION TO ALL THRD PARTIES.

290 E. HELEN ROAD
PALATINE, IL 600687—6376
PHONE: +1.847.359.2790
US WEB: www.lumex.com
TW WEB: www.lumex.com.tw

SOT—23 REPLACEMENT. SURFACE MOUNT LED. RILALIY NTE DRAWN BY: | CHECKED Bv: [APPROVED BY:]DATE:  4.26.01
470nm ULTRA SUPER BLUE LED, “SOLDER HAT 15 A VDR CAUSE OF EARY MO FUTURE TALLRE. PAGE: 1 OF 1
WATER CLEAR LENS, TAPE AND REEL. LEASE. PAY ATIENTION 10 YOUR SOIDERING PROCESS. as/8c SCALE:  N/A
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