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PART NUMBER REV.
SSL—-LXA228GD—-TR11 G
A CHG’D SPECS. WHERE NOTED./ 8.3.94
B CHG’D WHERE NOTED./ 11.29.94
C | ADDED LEAD WIDTHS, UPDATED LEAD OAL./| 11.7.95
D | E.C.N. #10550. & #10BRDR. 10.21.99
E | EC.N. #11122. & #10BRDR. 5.5.04
F E.C.N. #111486. 7.8.04
G E.C.N. #11148. 11.14.06
ELECTRO-QOPTICAL CHARACTERISTICS Ta=25'C 1 7=20mA
PARAMETER MIN P MAX UNITS  TEST COND
PEAK WAVELENGTH 565 (GREEN) nm
FORWARD VOLTAGE 21 28 Ve
REVERSE VOLTAGE 59 Ve lp=100pA
AXIAL INTENSITY 4 med 1$=20mA
BIA VIEWING ANGLE 50 2x theta
EMITTED COLOR: GREEN
EPOXY LENS FINISH; _ GREEN DIFFUSED
LIMITS OF SAFE OPERATION AT 25°C
PARAMETER MAX UNITS
[E PEAK FORNARD CURRENT* 160 mA
STEADY CURRENT 25 mA
A POWER DISSIPATION 100 mw
DERATE FROM 25¢C -12 m/C
& OPERATING, STORAGE TEMP. —40T0 +85 C

* 1008
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