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PART NUMBER

REV.

SSL—LX5093HT C
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A | EC.N. #10149. 6.24.96
B | EC.N. #10BRDR. & REDRAWN IN 3D. 5.25.01
C E.C.N. #11148 10.19.06
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*UNLESS OTHERWSE SPECIED TOLERMNGES PER DEGNAL PRECISION ARE: X=31 (£0.038), XX=103 (£0020), XXX=£0.25 (£0010), XXNX=t0.127 (£0RS) LEAD SZE=£005 (£0902), LEAD LENGTH=EDS (0.030). MN= HFCNAL PRECSIN

ELECTRO-OPTICAL CHARACTERISTICS TA=25C 1¢=20mA

PARAMETER MIN jA(d MAX UNITS _ TEST COND
PEAK WAVELENGTH 00 nm

FORWARD VOLTAGE 20 2.5 Ve

REVERSE VOLTAGE 50 Vr Ir=100uA
AXIAL INTENSITY 25 med If=20mA
VIENING ANGLE 30 2x theta

EMITTED COLOR: RED

EPOXY LENS FINISH: RED TRANSPARENT

LIMITS OF SAFE OPERATION AT 25°C

PARAMETER MAX UNITS
PEAK FORWARD CURRENT* 150 mA
STEADY CURRENT 2 mA
POWER DISSIPATION 120 mW
DERATE FROM 25°C -12 mi/'C
OPERATING, STORAGE TEMP. —4070 +85 ‘¢
SOLDERING TEMP. + 260 ‘¢
2.0mm_FROM BODY 3 SEC. MAX
<108

e

®

O%ZZWMVKZZ£Z74%%XM49VT

= -DEGMN. PRECISION

REV. PART NUMBER CONFIDENTAL INFORNATION F FS8 8= 290 E. HELEN ROAD 5}

THE INFORWATION CONTANED IN THE DOCUNENT IS THE PROPERTY OF _

LUMEX NC. EXCEPT AS SPECFICALY AUTHORZED IN WRTNG BY LUNEX | AT Sy i P EHIEJAI]l-lENE 1"-5475 %%%727599076

C SSL—=LX5093HT NC., THE HOLDER OF THS DOCUMENT SHALL KEEP ALL INFRUTIN +

CONTANED HEREIN CONFIDENTAL AND SHALL PROTECT SANE IN WHOLE DR US WEB: www.lumex.com

IN PART FROM DSCLOSURE AND DISSENNATION TO ALL THRD PARTIES. TW WEB: www.lumex.com.tw
T-5Smm (T-1 3/4) 700nm RED LED, UR NANY YEAS OF w&%numw INDICATE THAT DRAWN BY: CHECKED BY: |APPROVED BY: [P)ﬁEEE 1 ?(1)'53_016
RED TRANSPARENT LENS. S I o peT oD FUTVRE NLUFE. " SCALE:  N/A
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