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BLUE LEAD FREE REFLOW PROFLE
ANODE COMMON CATHODE e
POLARITY MARK = -
= 160 B0-12D SEC. Qg’ .
g 150 13 ELECTRO-OPTICAL CHARACTERISTICS Tp=25'C 1§=20mA
S PARAMETER MIN TP MAX UNTS TEST COND
2 & PEAK WAVELENGTH 635 (RED) m
VS 465 (BLUE) m
— 520 (GREEN) m
RED GREEN ANDDE o TvE FORWARD VOLTAGE  (R) 22 27 Vi
ANODE — 600 [0236] —
TOTAL TNE ABDVE 227G § 60 SECONDS WAX. (B) 34 49 Vi
— 6,00 [0236] [— 4,90 [0,1931 () 34 40 Vi

EMITTED COLOR: RED/BLUE/GREEN
POLARITY MARK LINE EPOXY LENS FINISH:  WATER CLEAR

REVERSE VOLTAGE 5.4 Ve Ip=100pA
AXAL INTENSTY  (R/B/G) 1100/600/2200 mecd 1F=20mA
VIEWING ANGLE 70 2 theta
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110 [0.432] LMTS OF SAFE GPERATON AT 35¢ PER DIE.
PARAMETER COLORS MAX UNITS
PEAK FORWARD CURRENT* _ R/B/G 100 mA
6.00 [0236] STEADY CURRENT R/B/6 0/20/20 mA
POWER CISSIPATION R/B/6 95/80/40 ™
L D DERATE FROM 25°C -12 m/C
{ OPERATING TEMP. ~3070 +80 c
215 [0.085] - N .00 [0.039] STORAGE TEMF. —40T0 +100 T
__| |__ coMHON CATHODE TS RECOMMENDED PAD LAYOUT
CAUTICN: STATIC SENSTTIVE DEVECF
= 0065 [00261 = 491 [0193] R SITE TR CATHODE
933 S0 CLUSSHCATON. CASS T BASED ON Mi—STD BE3E|
af9 TAPE FEED DIRECTION - 1-%5‘ EOL‘?S“)‘;]
050 [0.020] e 4> n #0.80 [£0.031] X \//_ .
660 [0.260] <_ 8ol POLARITY MARK & 12,00 [0.472] ~a
AN 50 400 [0457) g 110 [0:4371
/ N ~— 200 [0079] ; 0.40 [0.016]
N
{

BLUE ANODE
COMMON CATHODE 16,00 [0.630] — 725 naes UNCONTROLLED QOC(//Wé_/\/f
HUNLESS OTHERWISE SPECFIED TOLERANGES PER DECIMAL FRECISIN ARE: X=t1 (£0.039), XX=£0.5 (20.020), XXX=20.25 (+0010), XXIX=£0.127 (+0.005) LEAD SZE=20.06 (0.002), LEAD LENGTH=10.75 (£0.030), UN=FJEBMAL PRECBION = 4008 corisio
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