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PART NUMBER REV.

SSL—LX5093UWC/B C
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A | EC.N. #10509. 4.27.99
B | EC.N. #11283. 1.6.06
C E.C.N. #11148 10.27.06

ELECTRO—OPTICAL CHARACTERISTICS TA=25"C

PARAMETER SYMBOL _MN___TVP _ MAX_ UNITS _ TEST COND
PEAK WAVELENGTH 550 (WHITE) m

FORWARD VOLTAGE Vi 36 40V 1=20mA
REVERSE VOLTAGE Vi 5 v Ir=10pA
AXIAL INTENSITY(*1) Iy 1700 med  15=20mA
g, 3 3 o
VIEWING ANGLE 20 2 theta

EMITTED COLCR: WHITE
EPOXY LENS FINISH: WATER CLEAR

1. AXIAL INTENSITY TESTING CONDITION 550nm WAVELENGTH.
¥2. THE ICI STANDARD COLORIMETRIC
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LIMITS OF SAFE OPERATION AT 25°C
PARAMETER SYMBOL MAX UNITS
PULSE FORWARD CURRENT Ip 100* mA
STEADY CURRENT IF 30 mA
POWER DISSIPATKON Pp 120 mW
OPERATING TEMP. ToPR -XT10 +80 C
STORAGE TEMP. TsTe -4 T0 +100 ¢
SOLDERING TEMP. + 260 c
2.0mm FROM BODY 3 SEC. MAX
“DUTY 1/10 PULSE WIDTH 10ms
=]
CAUTICN: STATIC SENSITIVE DEVICE
FOLLOW PROPER ES.D. HANDLING PROCEDURES @
WHEN WORKING WITH THIS PART.

UNCONTROLLELD &OC UMENT

REV. PART NUMBER

C SSL—-LX5093UWC/B

T-Smm (T—1 3/4) ULTRA WHITE LED,
WATER CLEAR LENS.

INC., THE HOLDER OF THIS DOCUMENT SHALL KEEP ALL INFORMATICN

"UNLESS OHERWSE SPECIED TDLERMCES PER DECNAL PREGISON ARE: X=21 (E105, XH=£03 (£0020), XN(=£025 (20.010), XXN0=20.127 (£0KS) LEAD SZE=E005 (20902), LEAD LENGIH=E075 (20.80). U= 13 +RICNAL PRECBIN
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CONFIDENTAL INFORNATION
THE INFORMATION CONTAINED IN THE DOCUMENT IS THE PROPERTY OF
LUMEX NG, EXCEPT AS SPECIFICALLY AUTHORIZED IN WRITNG BY LUNEX
ED

CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SANE IN WHOLE 0R]  INICORPOQRRKT

290 E HELLEN ROAD
PALATINE ILLINOIS 60067
PHONE: 847) 359—27390
WEB: http://www.lumex.com
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RELIABILITY_NOTE
OUR NANY YEARS OF EXPERENCE DATA ACCUNLLATION INDICATE THAT
S‘JI.IIR HEAT IS A MAJOR CAUSE OF EARLY AND FUTURE FAILUE.
LEASE PAY ATTENTION TO YOUR SOLDERING PROCESS. Jc
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