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PART NUMBER

REV.

SSF—=LXH104ID B
REV. | EC.N. NUMBER AND_REVISION COMMENTS DATE
A | EC.N. #10207. 7.29.96
B8 E.C.N. #10BRDR. & REDRAWN IN 3D. 5.15.02

ELECTRO-OPTICAL CHARACTERISTK'S TA=25C  If=20mA
PARAMETER MIN TYP MAX UNITS  TEST COND
PEAK WAVELENGTH 635 m

FORWARD VOLTAGE 20 2.5 Vs

REVERSE VOLTAGE 6.0 Ve lp=100uA
AXIAL INTENSITY 40 med If=20mA
VIENING ANGLE 60 2% theta

EMTTED COLOR:  RED

EPOXY LENS FINISH: RED DIFFUSED

LIMITS OF SAFE QPERATION AT 25°C

PARAMETER VA UNITS
PEAK FORWARD CURRENT* 150 ™A
STEADY CURRENT k' ™A
POWER DISSIPATION 105 mw
DERATE FROM 25°C -12 mi/C
OPERATING, STORAGE TEMP. —407T0 +85 C
SOLDERING TEMP. +260 c
2.0mm FROM BODY 3 SEC. MAX
* KIS

NOTES:

1. SSL-LX509310, RED LED.
2. SSH-LXH104, BLACK HOLDER.

HUNLESS OTHERWISE SPECFIED TOLERANGES PER DECIMAL FRECISIN ARE: X=t1 (£0.039), XX=t0.5 (20.020), XXX=20.25 (£0.010), XXIX=£0.127 (+0.005% LEAD SZE=£0.06 (0.002) LED LENGTH=0.75 (£0.030), MN=FJEBMAL PREC
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635nm RED LED, RED DIFFUSED LENS.

T-Smm (T—1 3/4) LED, REAR LOADING PCB INDICATOR,
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