UNCONIHOLLED DOCUMENT PART NUMBER REV.
SSP—FSD8DSY—-12V3

ELECTRO-OPTICAL CHARACTERISTICS TA=25C V§=12V

PARAMETER MIN VP MAX __ UNTS _ TEST COND
PEAK WAVELENGTH 590 m
FORWARD VOLTAGE 12 V¢
REVERSE VOLTAGE 50 Vr lr=100pA
AXIAL INTENSITY* 1450 med V=12V
VIEWING ANGLE 85 2 theta
Q EMITTED COLOR: YELLOW
= 0o EPOXY LENS FINISH:  WATER CLEAR
PER LED
LIMITS OF SAFE OPERATION AT 25'C PER LED
PARAMETER MAX UNITS
/— #3.00 [£0.118] PEAK FORWARD CURRENT* 150 mA

) , X | STEADY CURRENT 2 mA

) A )

== ) T = E= 1000 0354 EEQAETRE ?R%::’A;g _11025 mwc

< > I OPERATING, STORAGE TEMP. —4070 +85 C
SOLDERING TEMP. +260 C

14.30 [0.5631 2.0mm FROM BODY 3 SEC. MAX
%
76,20 [3.000] <108

NOTES:

1. SSL-LX806F3SYC
2. 1/8W S20ARESISTOR.

UNCONTROLLED DOCUMENT

NLESS JTHERWSE. SPECFED TOLERANGES PER DECIMAL PREOISON ARE: X=t1 (£0.039), XX=H05 (0020), XJX=£0.25 (20010}, XXX(=20,127 (0.006). LEAD SZE=£045 (£0.002), LEAD LENGTH=EQ.75 (£0930) NIN= FJECNAL PRECISON g - 4000 oercision

REV. PART NUMBER £ NFORMATON CONTANED Ron T n TN OPERTY OF SUNARIE LEDS. 286 E. HELEN ROAD

D(eEPT IS sr[ammr mm N wumm BY StNIlRHE LEDS, THE HOLDER OF PALATINE, IL  60067-6976
SSP—FSD8DSY—12VS S N o S B N A N 1475502790
8 STRIP LED. 3* SPACING T AL THRD PARTIES. WEB: www.sunbriteleds.com
mm ? ? DLR MANY YEARS DF EXPERIENCE DATA ACCLIMULATION INDICATE THAT SOLDER HEAT IS
APPROVED: |DATE:  7.30.02
590nm AllnGaP YELLOW LED, WATER CLEAR LENS. A NAOR CASE OF ALY D T R ey oot PAY ATIENTION 10 YOUR PAGE: 1 OF 1
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