UNCONTROLLED DOCUMENT PART NUMBER REV.
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A E.C.N. #109590. 1.30.03
B E.C.N. #10993. 5.21.03
#5.00 [20.1971]
#3250 [41.280] 24 PLS) C E.C.N. #1OERDR & REDRAWN. 7.16.04
ELECTRO-OPTICAL CHARACTERISTICS TpA=25°C Vi=12V
PARAMETER MIN P MAX UNITS  TEST COND
PEAK WAVELENGTH 626 nm
FORWARD VOLTAGE 12,0 Vi
REVERSE VOLTAGE 5.0 Vr 1r=100pA
AXIAL INTENSITY* 102,400/33,800 med Vi=12V
VIENING ANGLE X 2x theta
EMITTED COLOR: RED
EPOXY LENS FINISH: WATER CLEAR
+ BRAKE/TAL
' LIMITS OF SAFE OPERATION AT 25°C
W PARAMETER MAX UNITS
350 04363 Af ¥V | PEAK FORWARD VOLTAGE 140 v
' STEADY CURRENT 140 mA
9.00 [0.354] POWER DISSIPATION 1960 m
® DERATE FROM 25C -12 mi/C
1 OPERATING, STORAGE TEMP. —-40T0 +85 ‘C
35.00 [1.378]
SHELL (=
I ) o 7
CAUTION; STATIC SENSMVE DEVICE
\ / \_ _/ FOLLOW PROPER E.S.D. HANDLING PROCEDURES
)_/ \ WHEN WORKING WITH THIS PART.
TAIL LIGHT ¢+ BRAKE LIGHT (+>
*UNLESS DIWERWSE SPECIFIED TOLERANCES PER DECNAL PRECISDN ARE: X=t1 (£0.008), XX=10.5 (£0.020), XIX=£025 {*0D10), X)0X=10127 (£0905). LEAD SZE=D05 (+0.002), LEAD LENGTH=2075 (:0030) M= HDECNAL PRECISON - 4000, ey
REV. PART NUMBER CONEDENTALNFRUATIN 286 -E HELEN ROAD
THE_ NFORMATION CONTANED (N THIS DOCUVENT IS THE PROPERTY OF SUNBRITE LEDS. -
C SS P 24M D B .l 5 6 U ,I 2@ %?ﬂsuas?ﬁvmzﬂr&%&mm%mn%%w Hm»gr PALATINE, IL  60067-6976
SHLL PROTECT SUE W WHeLE OR K PART FROM DECLOSIRE AND DSSENNATIN ,EEXONE1§ 1783‘;9322 6277 0
1.28" CIRCULAR, 24 LAMP POLYLED, WEB: www.sunbriteleds.com
DLR MANY YEARS DF EXPERIENCE DATA ACCLIMULATION INDICATE THAT SOLDER HEAT IS
626nm AlnGaP RED CHIPS, WATER CLEAR LENS, AR UANY 1EARS, OF DIUENCE DA ACCUMIATON INDCATE THAT SOLDER €4 | APPROVED: |DATE:  7.11.01
1157 BASE, DOUBLE CONTACT AUTO BAYONET. SOLDERING PROCESS. PAGE: 1 OF 1
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