CAUTION: STATIC SENSITVE DEVICE
FOLLOW PROPER ESD. HANDLING PROCEDURES
WHEN WORKING WITH THIS PART.
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PART NUMBER

SSP—-02TFS912

REV.

ELECTRO—OPTICAL CHARACTERISTICS TA=25'C Vi=12V

PARAMETER MIN P MAX UNITS  TEST COND
PEAK WAVELENGTH nm

FORWARD VOLTAGE 120 140 Vi

REVERSE VOLTAGE 50 Vr lr=100pA
AXIAL INTENSITY 5500 med Vi=12V

VIEWING ANGLE 60 2x theta

EMITTED COLGR: ULTRA WHITE
EPOXY LENS FINISH: WATER CLEAR LENS

LIMITS OF SAFE OPERATION AT 25°C PER MODLLE

PARAMETER MAX UNITS
PEAK FGRWARD VOLTAGE 14 \
STEADY GURRENT 30 mA
POWER DISSIPATION 105 mW
DERATE FROM 25°C -12 mw/C
OPERATING, STORAGE TEMP. —4070 +85 °C

UNCONTIROLLED ﬂgé“ UMENT

*UNESS OTHERWISE SPEGIFIED TOLERANGES PER DECMAL PREUISON ARE: Y=1 (10.09), XX=40.3 (£0020], XAX=20.25 (£0.010), XX=10.127 (£0.005). LED SZE=X0.05 (£0.007), LEAD LENGTH=£075 (£0.030). MN= +IECNAL PREC

= -GIOML PRECISON

REV.

PART NUMBER

SSP—-02TFS5912

LED FESTCON LAMP, WHITE.

THE NFORMATION CONTAINED IN THIS DWJLENI IS 'I'I-E FROPEKIY OF SUNBRITE LEDS.
EXCEPT AS SPECIFICALLY AUTHORZED N W| ME LEDS,
THIS DOCUMENT SHALL KEEP ALL INFORMHDN OOHTMED H[REIN GONFIDENTIAL AND
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