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PANEL HOLE: #0.250"
PANEL THKKNESS: 0.030" MIN.

*UNLESS OTHERWSE SPECIED TOLERMNGES PER DEGNAL PRECISION ARE: X=31 (£0.038), XX=103 (£0020), XXX=£0.25 (£0010), XXNX=t0.127 (£0RS) LEAD SZE=£005 (£0902), LEAD LENGTH=EDS (0.030). MN= HFCNAL PRECSIN

PART NUMBER REV.
SSI-LXH600ID—-150 E
REV. | EC.N. NUMBER AND REVISION COMMENTS DATE

A | REVISED DIMMS. 8.22.94
B | EC.N. #10109. 12.20.95
¢ | ECN. $10354. 6.16.97
D |EC.N. #10BRDR. & REDRAWN. 2.5.99
E |ECN. #10BRDR. & REDRAWN. 7.25.01

ELECTRO-OPTICAL CHARACTERISTICS TA=25'C  |¢=20mA

PARAMETER MIN TP MAX___ NS TEST GOND

PEAK WAVELENGTH 635 nm

FORWARD VOLTAGE 20 25 Vi

REVERSE VOLTAGE 5.0 Ve lp=100uA

AXIAL INTENSITY 40 med 5= 20mA

VIENING ANGLE 60 2x thete

EMITTED COLOR: RED

EPOXY LENS FINISH: RED DIFFUSED

@ LIMITS OF SAFE OPERATION AT 25°C

PARAMETER MAX UNITS

PEAK FORWARD CURRENT* 150 mA

STEADY GURRENT 3 mA

POWER DISSIPATION 105 mi

DERATE FROM 25C -12 mi/'C

OPERATING, STORAGE TEMP. —40T0 +85 '

SOLDERING TEMP. +260 '

2.0mm_FROM BODY 3 SEC. MAX

1AYS

NQTES:

1. SSL-LX50SF3ID LED.

2. SSH-LXHG00 HOLDER, BLACK.

3. ANODE LEAD: LXP-WSTZ4RDTOG, Z4 AWG STRANDED, TOF OVERCOAT,
RED INSULATION, CUT 160mm LONG, STRIP 4mm & 9.5mm.

4. GATHODE LEAD: LXP-WST24BLTOC, 24 ANG STRANDED, TOP QVERCOAT,
BLACK INSULATION, CUT 160mm LONG, STRIP 4mm & 9.5mm.
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CONTANED HEREIN CONFICENTIAL AND SHALL PROTECT SAME IN WHOLE DR US WEB: www.lumex.com
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OUR NANY YEARS OF EXPERENCE DATA ACCUNLLATION INDICATE THAT - - - * * -
635nm RED LED,: RED DIFFUSED LENS. somER HEAT IS A MAJOR GAUSE OF EARLY AND FUTURE muﬂa PAGE: 1 OF 1
WITH 6" WIRE LEADS. LEASE PAY ATTENTION TO YOUR SOLDERING PROCESS. ar SCALE* N/A
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