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DIGITAL I/O MODULE MOUNTING BOARDS

FOR C4 MODULES

50 PIN IDC
HEADER
CONNECTOR
(SEE NOTE 3)

PB16C4

0.65˝  [16.5]
LED STATUS INDICATOR

9.10˝  [231.1]

10.00˝  [254.0]

SEE THRU
FUSE HOLDER
OUTPUT MODULES

0.25˝  [6.4]

2.75˝  [69.9]

3.25˝  [82.6]

POWER BARRIER STRIP
(SEE NOTES 1, 2)

SEE NOTE 4
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50 PIN IDC
HEADER
CONNECTOR

4.7K
PULL UP

RESISTOR
TYP

EVEN PINS
2–50

+ – N/C

N/C

880
OHM

FUSE GOOD
INDICATOR

FUSE
TEST

15

2

NOTES: 1) BARRIER STRIP IS PHOENIX MKDS5/X 6.35mm
2) ACCEPTS UP TO 10 AWG WIRE
3) CONNECTOR IS CIRCUIT ASSEMBLY CA-50H-2B OR

EQUIVALENT
4) LITTLE FUSE 229003S OR EQUIVALENT

DIMENSION: INCHES (MILLIMETERS)

TOLERANCE: ±0.20 (±0, 50)

SWAGED STANDOFF (4)
0.62 (15.7)
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