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DISSIPATION AT 25°C : 50 WATTS MOUNTED
{%} ON STANDARD HEATSINK
A BS OHMIC RANGE : RO51 TO 72K
NE ‘ STABILITY © AR < =1% PER 1000Hrs
| 39.70+0.15 ISOLATION VOLTAGE : 2500V DC/AC pk
MAX W ORKING VOLTAGE : 1250V DC/AC rms
c TEMP COEFFICIENT : > 1RO SOppm
> 100R  25ppm
CLIMATIC CATEGORY : 55/200/56
<
— ~
< [se)
N =) s i
RoHS Compliant
A |
! 51 MAX ‘ 30 MAX
B 72.5 MAX
DETAIL A
SCALE 4:1 SCALE 11
] 2
</
N TR R e el e e o oW eDy 22-SEP0S = Tyco Electronics Corporation
oK 73.59.05 TreoBlectromles ) an, Swindon, SN3 St
DIMENS IONS: TOLERANCES UNLESS J CATCHPOLE
— 1 N o OTHERWISE SPECIF IED APJVD[AT[HPOLE 23.5EP.05 [NaNE HSAS0 W IDE BORE
A Y ? E\[g ﬁg PRODUCT SPEC
i 2 PLC 0.1 -
11 O MAX ; @ ENEL\[ES i: 150 APP!CAT‘ON o SIZE CAGE CODE | DRAWING NO RESTRICTED TO
&H% E MATER TAL FINISH B VETGHT - AS 00779 @‘:'1625984 _
= CUSTOMER DRAW ING [ 3 [ 4 g 9B

AMP 1470-19 REV 3IMAR2000

Pro/ENGINEER DRAW ING

Downloaded from Elcodis.com electronic components distributor



http://elcodis.com/

