CUSTOMER TERMINAL [ RoHS | LEAD{Pb)—FREE | o
Sno8%, Agd% | Yes | Yes KM
11a/.158 ELECTRICAL SPECIFICATIONS ® 25°C unless otherwise noted:
o ” DOT LOCATES TERN. #$1
[3.00/4.00] aos i, PARAMETER TEST CONDITIONS VALUE
TERM. NO.'s FOR REF. ONLY “[25.00] —‘I D.C. RESISTANCE 4-6 #20°C 4.8 ohms max.
D.C. RESISTANCE 3-1 020°C 0.98 chms max.
0 D.C. RESISTANCE 7-12|  tie(12+14, 7+0), 820°C 0.04 chms max.
= INDUCTANCE 4-6 10kHz, 100mVAC, Ls 1.60mH +10%
N tie(1+3+12+7+9+14),
@ | LEAKAGE INDUCTANCE 46| 100kHz, 100mVAC, L 29uH typ., 48uH max.
j DIELECTRIC 4-7 | tie(4+1), 480OVAC, 1 second 4D00VAC, 1 minute
| DIELECTRIC 1-4 1875VAC, 1 second 1500VAC, 1 minute
\_ 020 s0.414) L TURNS RATIO (4-6)(1-9) 72, 2%
[.50] LOT CODE & DATE CODE TURNS RATIO (4-8):(7-12) 1441, 2%
PART MUST INSERT FULLY TO
SURFACE A IN RECOMMENDED GRID
mss(u)
®>— [2.54]
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10V, 10mA @ I :t
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www.midcom—inc.com This drawing is dual dimensioned. Dimensions
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