CUSTOMER TERMINAL | RoHS [ LEAD(Pb)—FREE | [ ]
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vid WOk EEETRONK
.118/.158 lacom WURTH ELEKTRONIK
[3.00/4.00] DOT LOCATES TERM. #1 , .
984 MAX. ELECTRICAL SPECIFICATIONS @ 25°C unless otherwise noted:
TERM. NO.'s FOR REF. ONLY [25.00]
\ PARAMETER TEST CONDITIONS VALUE
[ v | D.C. RESISTANCE 4-6 020°C 2.4 ohms max.
= D.C. RESISTANCE 1-3 @20°C 1.35 ohms max.
D.C. RESISTANCE 7-12 820°C 0.06 ohms max.
= INDUCTANCE 4-6 10kHz, 100mVAC, Ls 1.70mH +10%
tie(1+3+12+7),
o | €8] LEAKAGE INDUCTANCE 4-6 100kHz, 100mVAC, s 27ul typ., 45uH mex.
DIELECTRIC 4-7 | tie(4+1), 4800VAC, 1 second 4000VAC, 1 minute
\— i?::] o0 L LOT CODE & DATE CoDE * 18')75VAC 1 d 1500VAC, 1 minut;
PART MUST INSERT FULLY TO DIELECTRIC -4 » © secon . ute
SURFACE A IN RECOMMENDED GRID TURNS RATIO (4-8):(1-3) 5.19:1, +2%
TURNS RATIO (4-8):(12-7) 13.5:1, +2%
#.036(8) .787
[.92] [20.00]
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120-385V
KHz
®
D -
12V, 10mA l_
@ RECOMMENDED
P.C. PATTERN, COMPONENT SIDE
REV. DATE_| Packaging Specifications Tolerances unless otherwise specified: DRAWING TITLE PART NO.
Method: Tray - Angles: £1° Decimals: £.005 [.
o — 1 D3| mee opmisid|  TRANSFORMER 250871111
6B 1/09 www.we-—online.com/mideom) sgep oy eyscaup This drawing is dual dimensioned. Dimensions
6A | 10/08 | SEE REVISION SHEET FOR REVISION LEVEL in_brackets are in_millimeters. eiSos p/n: 750871111 VAFoHS [ SPECIFICATION SHEET 1 OF 1

Downloaded from Elcodis.com electronic components distributor


http://elcodis.com/

