SPECIFICATIONS

Material

Resistor Element: Thick film on Alumina
Coating: Epoxy or Silicone

Ohmite’s Slim-Mox provides
stable performance for a wide
range of resistance values,
with voltage ratings up to 25K.
Ia_l‘rJeW ;\?;Ti}gglrgt%rre h?gﬁfgggm@ Tzrr;f/n;ls: Ro(l;lS solder composition is 96% Sn,

. . . . .07 AQ, 0.5% Cu
circuit applications. The space- | B |
saving planar package offers
and alternative to traditional
high voltage resistors.

APPLICATIONS

* HV power supplies
¢ Medical instrumentation

Slim-Mox

H"Hs@\'@‘ Precision Thick Film Planar

[y

Electrical
Resistance Range:
100 Ohms to 5,000M
Power Rating: 0.25W to 5.5W
Voltage Rating: 1.5KV to 25KV
Tolerance: 0.5% to 20%; not all tolerances avail- 1.3"
p

>« 0.1"

e able in all values 13} >||l<D

* Current pulse limiters Operating Temperature: B |

* lonization chambers -55°C to +110°C | C |

FEATURES Temperature Coefficient: See table on page 72

* High dielectric & low Max. Capac-

outgassing epoxy coating Ohmite Resistance Power Operating A max. B max. C +0.025 D £0.002 itance

* Low resistor noise Series Range (Ohms) @25°C \Voltage (in/mm) (in/mm) (in/mm) (in/mm) (pf)

* Non inductive SLIM-MOX100  100€2 to 500M 0.25W 15KV 0.30"/762 030"/762 0.10”/254 0.025"/0.635 1.00

¢ RoHS compliant SLIM-MOX101 100Q to 1,000M 0.50W 2.0KVv 0.34”/864 0337/838 0.207/508 0.025"/0.635 1.00

* Radial terminals SLIM-MOX102 200Q to 5,000M 1.00W 5.0KV  0.34”/864 058"/14.73 0.407/10.16 0.032”/0.813 0.90
SLIM-MOX103 2509 to 5,000M 1.25W 75KV 0.34”/864 0.83"/21.08 0.60"/ 1524 0.032”/0.813 0.75
SLIM-MOX104 500Q to 5,000M 1.50W  10.0KV 0.34”/8.64 1.08"/2743 0.90”/2286 0.032"/0.813 0.70
SLIM-MOX106 750Qto 5,000M 2.00W  15.0KV 0.34"/8.64 1.58"/40.13 1.40"/35.56 0.032"/0.813 0.65
SLIM-MOX108 1K to 5,000M 2.50W  20.0KV 0.34”/8.64 2.08”/5283 1.90”/4826 0.032”/0.813 0.60
SLIM-MOX202 5009 to 5,000M 1.50W 5.0KV 0.59"/14.99 0.58"/14.73 0.407/10.16 0.032”/0.813 1.10
SLIM-MOX204 1Kt0 5,000M 2.00W  10.0KV 0.59"/14.99 1.08”/27.43 0.90”/22.86 0.032”/0.813 0.80
SLIM-MOX206 2K to 5,000M 2.50W  15.0KV 0.59”/14.99 1.58”/40.13 1.40”/35.56 0.032"/0.813 0.75
SLIM-MOX208  2Kto 5,000M 3.00W  20.0KV 0.59"/14.99 2.08"/52.83 1.90”/48.26 0.032"/0.813 0.65
SLIM-MOX210  3Kto 5,000M 3.50W  25.0KV 0.59”/14.99 258" /6553 2.40”/60.96 0.032"/0.813 0.60
SLIM-MOX306  3Kto 5,000M 3.50W  15.0KV 0.84"/21.34 1.58"/40.13 1.40"/35.56 0.032"/0.813 0.75
SLIM-MOX308  4Kto 5,000M 4.00W  20.0KV 0.84”/21.34 208"/52.83 1.90”/4826 0.032"/0.813 0.50
SLIM-MOX310  5Kto 5,000M 4.50W  25.0KV 0.84”/21.34 258”/65.53 2.40”/60.96 0.032"/0.813 0.40
SLIM-MOX404  3Kto5,000M 3.00W 10.0KV 1.09”/27.69 1.08"/27.43 0.90”/22.86 0.032"/0.813 1.00
SLIM-MOX408  5Kto 5,000M 5.00W  20.0KV 1.09”/27.69 2.08"/52.83 1.90”/4826 0.032"/0.813 0.80
SLIM-MOX410 5K to 5,000M 5.50W  25.0KV 1.09”/27.69 258" /6553 2.40”/60.96 0.032"/0.813 0.50

Contact Ohmite for custom configurations. *Maximum voltage and power rating determined by Ohm’s law: P=V2R

Multiple taps are provided on

the Slim-Mox RD for use in T
advanced circuit designs. Tight ﬂ |'| s A
ratio tolerances make these & . . -
resistors ideal for precision n@«‘\@ l Precision Thick Film VOItage
applications requiring consis- 13 > 0.1
tent performance. typ. 1 <E->
FEATURES [+—c—
» Custom configurations are
available. Contact Ohmite with Max.
your specifications Ohmite Resistance Power Operating Maximum C
* RoHS compliant Series Range (Ohms) @25°C \Voltage Ratio +.025 +.025
SLIM-MOX103RD 1Mto 5,000M 0.75W 50KV ~ 5000:1  0.607/1524  0.20"/5.08
SPECIFICATIONS SLIM-MOX104RD 1Mto 5,000M 1.00W 10.0KV ~ 5000:1  0.90"/22.86  0.20"/5.08
Material SLIM-MOX106RD 1M to 5,000M 1.50W 12.0KV ~ 5000:1  1.407/3556  0.207/5.08
Resistor: Thick film on Alumina SLIM-MOX108RD 1M to 5,000M 2.00W 15.0KV 5,000: 1 1.907/ 48.26  0.60”/ 15.24
SLIM-MOX204RD 1Mto 5,000M 1.50W 10.0KV ~ 5000:1  0.90"/22.86  0.207/5.08
Electrical SLIM-MOX206RD 1M to 5,000M 2.00W 12.0KV  5000:1  1.407%/3556  0.207/5.08
Ratio tolerances: 0.5% to 5% SLIM-MOX208RD 1M to 5,000M 2.50W 20.0KV ~ 5000:1  1.907/48.26  0.40"/10.16
Temp. coefficient tracking: SLIM-MOX210RD 1M 10 5,000M 3.00W 250KV 5000:1  2.40°/60.96  0.20/5.08
lgff(i‘nrg"tg'q%;‘r’nmppm and VCR SLIM-MOX306RD 1Mt 5,000M 3.00W 120KV  5000:1 14073556  0.30"/7.62
SLIM-MOX308RD 1M to 5,000M 3.50W 20.0KV ~ 5000:1  1.907/48.26  0.307/7.62
A complete description of the SLIM-MOX SLIM-MOX310RD 1Mto 5,000M 4.00W 25.0KV ~ 5000:1  2.40"/60.96  0.20"/5.08
ivider is required. EXAMPLE:
Ry = 500MQ 5% SLIM-MOX408RD 1M to 5,000M 4.50W 20.0KV ~ 5000:1  1.907/4826  0.307/7.62
Ry = 299.5M 5% SLIM-MOX410RD 1Mto5,000M 500W 250KV  5000:1  2.40°/60.96  0.20%/5.08

Ro = 500KQ 1%

Ratio = Ry / R = 1,000: 1, 1%
To specify Slim-Mox Dividers,
please see our website at:

www.ohmite.com/dividers

‘<7B4>‘

Slim-Mox Divider

Contact Ohmite for custom configurations.
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Sl ’ M HT The Slim-Mox HT providesa ~ FEATURES

lm_ Ox h'9h9r power rating for h'.gh » Outstanding voltage coefficient
ambient temperature environ- « High temperature silicone

High Temperature Thick Film Precision ments. Appropriate for mount- ¢ga4ing

ing near heat generating com- Low resistor noise
ponents. The Slim-Mox HT is « Noninductive

i B | finished with a rugged silicone | Custom configurations are
. coating tsu'table for most envi- available. Contact Ohmite with
T ronments. your specifications
A * RoHS compliant
l ¢ Radial Terminals
L >l f<0.07" APPLICATIONS
typ. I >|<D * HV power supplies
| c | * Medical instrumentation
! ! e Current pulse limiters
* lonization chambers
Ohmite Resistance  Power Voltage A max. B max. C +0.025 D +0.002 SPECIFICATIONS
Series Range (Ohms) @25°C Rating  (in/mm) (in/mm) (in/mm) (in/mm) Material
SLIM-MOX100  100€2to 500M 0.40W  1.5KV  0.20"/5.08 0.20"/5.08 0.10"/2.54 0.025"/0.635 Resistor Element: Thick film on
SLIM-MOX101 100Qto 1,000M 0.75W 2.0KV 0.25”"/6.35 025"/635 0.20"/5.08 0.025"/0.635 Alumina

SLIM-MOX102 200Q105000M 150W 50KV 0.25"/6.35 0507/1270 0407/ 10.16 00327/ 0813  Coating: Silicone
SLIM-MOX103 250Q1t05,000M 2.00W  7.5KV 0.257/6.35 0.75"/19.05 0.60"/ 1524 0.032"/0.813

SLIM-MOX104 500Q1t05,000M 2.50W 10.0KV 0.25"/6.35 1.00"/2540 0.90°/2286 0.032°/0813  Electrical

SLIM-MOX106 750Q10 5,000M 3.25W 150KV 0.25"/6.35 1.507/38.10 1.40°/3556 0.032"/0813  Resistance Range:
SLIM-MOX108 ~ 1Kt05,000M 4.25W 20.0KV 0.25"/6.35 2.00°/50.80 1.90°/48.26 0.032"/0.813 100 to 5,000M
SLIM-MOX202 500Q1t05,000M 250W 50KV 050°/1270 050°/1270 040°/10.16 0.032°/0813 ~ Fower Rating: 0.25W 1o 9.0W
SLIM-MOX204  1Kt05,000M 3.25W 10.0KV 0.507/ 7270 1.007/3810 0.90°/22.86 0.032"/0.813 ‘T’gl';?g:;?t(')"g}o 1t65§(\)’£‘,’ f;K:”
SLIM-MOX206 2K t05,000M 4.25W 150KV 050"/ 1270 150"/38.10 1.40°/3556 0.032/0.813 o bl i &l vaes
SLIM-MOX208  2K105,000M 500W 200KV 050"/ 1270 2.00°/50.80 190"/ 4826 0.032"/0813  Operating Temperature:
SLIM-MOX210 3K to5,000M 5.75W 250KV 050"/ 1270 250"/ 63.50 2.40°/60.96 0.032"/0.813 -55°C to +180°C
SLIM-MOX306  3Kt0o5000M 550W 150KV 0.75"/19.05 1507/ 38.10 1.40°/3556 0.032"/0.813

SLIM-MOX308 4K t05,000M 6.75W 20.0KV 075"/19.05 2.00"/50.80 1.90"/48.26 0.032"/0.813

SLIM-MOX310  5Kto5000M 7.50W 250KV 0.75"/19.05 2.507/63.50 2.40°/60.96 0.032"/0.813

SLIM-MOX404  3Kt0o5,000M 5.00W 10.0KV 1.00"/2540 1.00"/2540 0.90"/22.86 0.032"/0.813

SLIM-MOX408  5Kt05,000M 8.25W 20.0KV 1.00/2540 2.00”/50.80 1.90/48.26 0.032"/0.813

SLIM-MOX410 5K to5000M 9.00W 250KV 1.00”/2540 2.50"/63.50 2.40°/60.96 0.032"/0.813

Contact Ohmite for custom configurations.

° 0 ° g_li(rclj-Mox HT Il:{? rt?]siséol_r
viders complete e Im-
Slim-Mox HT Divider . .. diderscompee o Sim-

High Temperature Thick Film Voltage Divider peralure divider configutation.

These resistors are useful
wherever multiple voltage
A complete description of the SLIM-MOX drops are needed in a circuit.

e

Divider is required. EXAMPLE: > [l«0.07" . o g
RT = 500MQ 5% 1.3" Designed to customer specifi-
Rq = 499.5MQ 5% typ < E~> cations, the Slim-Mox HT RD
Ro = 500K 1% . . . .
Ratio = Ry / Ry = 1,000: 1, 1% l«—c— resistor utilizes our thick film
To specify Slim-Mox Dividers, please see our website at: on alumina techno|ogy to offer
www.ohmite.com/dividers flexible termination schemes.
Ohmite Resistance Power Voltage Maximum C £0.025 E +0.025 FEATURES
Series Range (Ohms) @25°C Rating Ratio (in/mm) (in/mm) * High Temperature Operation
SLIM-MOX103RD 1M t05,000M 1.25W 50KV ~ 5000:1 0.60”/ 1524 0.20”/5.08 * RoHS compliant
SLIM-MOX104RD 1Mt05,000M 150W 10.0KV ~ 5000:1 0.90"/2286 0.20"/5.08 * Radial Terminals
SLIM-MOX106RD 1Mt05,000M 250W 120KV ~ 5000:1 1.40°/3556 0.20"/5.08
SLIM-MOX108RD 1M t0 5,000M 3.25W 150KV~ 5000:1 0.90”/2286 0.60"/15.24 SP E_ CIFICATIONS
SLIM-MOX204RD 1M t05,000M 250W 10.0KV ~ 5000:1 0.90°/2286 0.20"/5.08 Material .
SLIM-MOX206RD 1Mt0o5,000M 325W 120KV ~ 5000:1 1.40"/3556 0.20"/5.08 Resistor: Thick film on Alumina
SLIM-MOX208RD 1Mo 5,000M 4.25W 20.0KV  5000:1 1.90"/4826 040"/ 10.16 Electrical e o e
SLIM-MOX210RD 1Mt05000M 500W 250KV  5000:1 240°/60.96 0.20°/508 '?:rtr:: s o c/;’(it::_"
SLIM-MOX306RD 1Mo 5,000M 450W 120KV ~ 5000:1 1.40"/3556 0.30"/7.62 TCR tracking o 10ppm and VCR
SLIM-MOX308RD 1Mt05,000M 5.00W 20.0KkV ~ 5000:1 1.90”/4826 0.30”/7.62 tracking to 1ppm
SLIM-MOX310RD 1Mt05,000M 5.75W 250KV~ 5000:1 2.40”/60.96 0.20"/5.08 « Custom ratios and terminal con-
SLIM-MOX408RD 1Mt05,000M 6.75W 200KV  5000:1 1.90"/4826 0.30"/7.62 figurations are available. Contact
SLIM-MOX410RD 1M to 5,000M 7.50W 25.0KV ~ 5000:1 240”/60.96 0.20"/5.08 your Tech. Sales Rep with your

specification.
Contact Ohmite for custom configurations. P
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TEMPERATURE/VOLTAGE COEFFICIENTS OF RESISTANCE

Temperature/Voltage Coefficients of Resistance

Performance Characteristics

Temp. Coeff. of Resistance*

Temperature Derating

o 0°C-85°C 85°C-125°C Voltage Coeff. of Resistance**
Resistor Series 25 PPM/°C 50 PPM/°C 100 PPM/°C < 2PPM/Volt < 5PPM/Volt
” . SLIM-MOX100 100 to 300M 100Q2 to 50M 51M to 500M 100Q to 140M 141M to 500M
g SLIM-MOX101 100 to 800M 10022 to 100M 101M to 1,000M 100Q2 to 270M 271M to 1,000M
3% SLIM-MOX102 200 to 1,500M 20022 to 250M 251M to 5,000M 20022 to 640M 641M to 5,000M
s SLIM-MOX103 250 to 800M 250Q2 to 440M 441M to 5,000M 250Q to 1,100M 1,101M to 5,000M
£ a0 SLIM-MOX104 500 to 2,500M 50092 to 450M 451M to 5,000M 500 to 1,100M 1,101M to 5,000M
§ . SLIM-MOX106 750 to 5,000M 75092 to 675M 676M to 5,000M 750Q to 1,600M 1,601M to 5,000M
20 . SLIM-MOX108 1K to 2,500M 1K to 375M 376M to 5,000M 1K to 940M 941M to 5,000M
‘\‘foc SLIM-MOX202 500 to 1,500M 50092 to 200M 201M to 5,000M 50022 to 520M 521M to 5,000M
0 L SLIM-MOX204 1K to 1,750M 1K to 375M 376M to 5,000M 1K to 950M 951M to 5,000M
o & s 75 100 12? 150 175 200 SLIM-MOX206 2K to 4,500M 2K to 600M 601M to 5,000M 2K to 1,500M  1,501M to 5,000M
Amblent Temperaturs, °C SLIM-MOX208 2K to 5,000M 2K to 1,000M  1,001M to 5,000M 2K to 2,500M  2,501M to 5,000M
SLIM-MOX210 3K to 5,000M 3K to 1,000M  1,001M to 5,000M 3K to 2,600M 2,601M to 5,000M
SLIM-MOX306 3K to 5,000M 3K to 1,000M  1,001M to 5,000M 3K to 2,600M 2,601M to 5,000M
SLIM-MOX308 4K to 5,000M 4K to 1,200M  1,201M to 5,000M 4K to 3,000M  3,001M to 5,000M
SLIM-MOX310 5K to 5,000M 5K to 1,500M  1,501M to 5,000M 5K to 4,000M  4,001M to 5,000M
SLIM-MOX404 3K to 5,000M 3Kto 1,100M 1,101M to 5,000M 3K to 2,800M  2,801M to 5,000M
SLIM-MOX408 5K to 5,000M 5K to 1,250M  1,251M to 5,000M 5K to 3,000M  3,001M to 5,000M
SLIM-MOX410 5K to 5,000M 5K to 1,200M  1,201M to 5,000M 5K to 3,000M  3,001M to 5,000M
SLIM-MOX103RD 1M to 800M 1M to 70M 71M to 5,000M 1M to 185M 186M to 5,000M
SLIM-MOX104RD 1M to 2,500M 1M to 275M 276M to 5,000M 1M to 720M 721M to 5,000M
SLIM-MOX106RD 1M to 5,000M 1M to 250M 251M to 5,000M 1M to 640M 641M to 5,000M
SLIM-MOX108RD 1M to 2,500M 1M to 350M 351M to 5,000M 1M to 875M 876M to 5,000M
SLIM-MOX204RD 1M to 1,750M 1M to 300M 301M to 5,000M 1M to 750M 751M to 5,000M
SLIM-MOX206RD 1M to 4,500M 1M to 1,750M  1,751M to 5,000M 1M to 4,500M  4,501M to 5,000M
SLIM-MOX208RD 1M to 5,000M 1M to 625M 626M to 5,000M 1M to 1,550M 1,551M to 5,000M
SLIM-MOX210RD 1M to 5,000M 1M to 950M 951M to 5,000M 1M to 2,400M  2,401M to 5,000M
SLIM-MOX306RD 1M to 5,000M 1M to 800M 801M to 5,000M 1M to 2,000M 2,001M to 5,000M
SLIM-MOX308RD 1M to 5,000M 1M to 1,200M 1,201M to 5,000M 1M to 2,600M 2,601M to 5,000M
SLIM-MOX310RD 1M to 5,000M 1M to 1,000M  1,001M to 5,000M 1M to 3,900M  3,901M to 5,000M
SLIM-MOX408RD 1M to 5,000M 1M to 1,600M 1,601M to 5,000M 1M to 4,000M 4,001M to 5,000M
SLIM-MOX410RD 1M to 5,000M 1M to 1,200M  1,201M to 5,000M 1M to 3,000M  3,001M to 5,000M

*TCR of 25ppm for temperature range of 0°C-85°C. TCR of 50ppm and 100ppm for -55°C to 125°C. Consult factory for TCR values oper-
ating higher than 125°C
**VC’s of <2PPM/Volt are available. Contact Ohmite with your requirement.

PERFORMANCE DATA

Characteristic Test Method Specification

Humidity MIL-STD-202, Method 103B, Condition B +0.25%

Dielectric Withstanding Voltage ~ MIL-STD-202, Method 301, 750V +0.25%

Insulation Resistance MIL-STD-202, Method 302, Condition A or B >10,000M or greater dry
Thermal Shock MIL-STD-202, Method 107G, Condition B, B-1, or F +0.20%

Load Life MIL-STD-202, Method 108A, Condition D +1.0%

Resistance to Solvents MIL-STD-202, Method 215G No degradation of

coating or marking

Terminal Strength MIL-STD-202, Method 211A, Condition A or B +0.25%
Shock (Specified Pulse) MIL-STD-202, Method 213B, Condition | +0.25%
Vibration, High Frequency MIL-STD-202, Method 204D, Condition D +.020%
Power Conditioning MIL-R-49462A, Par 4.8 +0.50%

Solderability MIL-STD-202, Method 208F >95% Coverage
ORDERING INFORMATION

Coating
2 = Blue silicone (high temp.)

Style 3 = Epoxy (standard) )

100to 410 6 = No coating RoHS Compliant

— ! ! Not all tolerances available in
SM102031006FE all values.
0T |
Slim Mox Terminal —I Ohms I— Tolerance . . ..
Series  0=0.032"std. First 3 digits are D= 05% To specify Slim-Mox Dividers,

(for SM102 - 410) significant; 4th digit is F= 1% p|ease see our website at:

0 =0.025" std. multiplier (# of zeroes G= 2%

(SM100 and 101) www.ohmite.com/dividers

to follow). Examples: J =
1000 = 100Q K=1
1503 = 150,000Q M= 15%
5005 = 50,000,000Q P=2

Check product availability at Www.ohmite.com
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