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NOTES: -

. ZINC DIECAST BODY AND HEAD WITH STEEL COVER
MICRO SWITCH BLUE EPOXY PAINT.

N

MAXIMUM OPERATING VELOCITY (Vmax) = I3 rad/s

BODY AND COVER FINISHED IN

NOTE : -
ANY STANDARD LISTING WITH SUFFIX
"RS*OR FE’

BASIC SWITCH
CONDUIT THREAD
(SEE FIGS.
ENS0047 BODY TYPE
(SEE FIG. 1)
172" NPT
CONDUIT THPEAD
PG 13.5
CONDUIT THREAD
M20 X 1.5
CONDUIT THREAD

PF 1/2
CONDUIT THREAD

IS PERMITTED.

HEAD FINISHED IN BLACK EPOXY PAINT.

. MINIMUM OPERATING VELOCITY (Vmin) = 0.13 rad/s

MAXIMUM OPERATING FREQUENCY (Fmax)= 250 OPS/MIN

@

- FREE POSITION (FP). OPERATING POINT (0P),
PRETRAVEL (PT) ALL TO ENS0047
/N MAX[MUM TIGHTENING TOROUE FOR FIXING SCREW =

IANGES CAN BE MADE

OVERTRAVEL (OT)

0.5Nm (4.4in.LB)
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NOTE :
FOR CONNECTION
ELECT!

Q——MODIFICATION CoDE

RICAL, ENVIRONMENTAL & DIMENSIONAL
INFORMATION SEE DRAWING GL-49212

CABLE S WIRE, WITH GROUND.
LAST CHAPACTER Is

CABLE LENGTH | = IMTR.
CABLE LEN?;ES ARE FROM

S
ONLY AVAILABLE WITH CONDUIT
THREAD TYPE

CONNECTOR , 4 PIN MICRO.
ONLY AVAILABLE WITH CONDUIT
THREAD TYPE 'B"

CONNECTOR ,5 PIN MICRO
TWIN KEYWAY.

ONLY AVAILABLE WITH CONDUIT
THREAD TYPE 'B"

CONNECTOR , 4 PIN MINI.
ONLY AVAILABLE WITH CONDUIT
THREAD TYPE 'B*

CONNECTOR ,5 PIN MINI.
ONLY AVAILAELE WITH CONDUIT
THREAD TYPE

CONNECTOR , S PIN MICRO.
ONLY AVAILABLE WITH CONDUIT
THREAD TYPE 'B*

DIAGRAMS AND ADDITIONAL

Downloaded from Elcodis.com electronic components distributor


http://elcodis.com/

