IPS1-115-01-L-D-VS

'! IPT1-110-01-L-D

SPECIFICATIONS NO. PINS LEAD PLATING TAIL OTHER
For compiote spectiations | L -I PER ROW ladl STYLE kd OPTION -E- oPTION fad OPTION
see www.samtec.com?IPT1 or

] [ | ]

IPS1-120-01-L-D-RA

www.samtec.com?IPSt I

Insulator Material: Black LCP Mates with: IPS1

Contact Material: -L —-K
Elr;c;:isﬁgor Bronze =10u" (0,25um) Requires -01 = (6,00mm)

: W g DENENSH Gold on contact, Lead Style 236" DIA
ggg:;:‘#,g‘?g;g%ékg;l‘jm) Ni 05, 1 0, 1 5; 20, 25 Matte Tin on tail (Leave blank for Polyimide film
55°C to +105°C with Tin.; (Call Samtec for other sizes) Through-Hole) Picl(( %’ Spla(:,e )Pad
-55°C to +125°C with Gold - -VS only,
Insertion Depth: (3,71mm) LEAD |[VATED| , | g Mo gipeelions | -RA
146" to (6,48mm) .255 STYLE|HEIGHT +(031).020 50 = Right Angle -LC
058 015" -01 | U 1550 %8| 5 A_A_A = Locking Clip

,338mm) . . . .
Insertion Force (SMT): o1.vs| (1359 [689] ya | (5:08) - -VS (Manual
3.00z (0,83N) avg. il ( 1-23050) (92:338) 25 .200 = Surface Mount placement
Withdrawal Force (SMT): -02 551 366 | 104 ( ZJS’Z) o 2@4) revqsuwe?)
2.60z (0,72N) avg. 03 | (1600 [(11.30]216)| “Jp0 i - (-VS only)
Insertion Force (T/H): - 630 | 445 | 085 ° : (N/A with -A)
6.00z (1,67N) avg. _o4 | (17.00) [(12,30)/(2,69) Through- Surface .
Withdrawal Force (T/H): o | ssd e hole et TANAR 4k -A
3}3?:g(e’ggtiz|;\-lg' =05 | 74" | 563 | o7 i\ i 5 [ = Alignment Pin
: 20,00) |(15,30)[ (2,35, SINES : =
g5° VAC/777 VDC -06 | B 108 %es SISIS (N(/Avvsvi?hn!‘l,_)C)
oHS Compliant: o7 | @00 [@303n| A 4
Yes - 984 | 799 | .091 EE)
CURRENT RATING -08 (25,30)((239) L -POL
AMBIENT ' ndividual = No. 1 position
IPT1/IPS1 ¢ Individually olarized
TEMP shrouded 5
20°C 8A contacts
40°C 7.2A * Locking clip
60°C 6A i option
95°C 4.1A
POSITIONS (2
§ POSITIONS (2x3) | NO.PINS | . [ PLATING [ _ 8 TAIL [ OTHER Ml POL
Processing: PER ROW OPTION OPTION OPTION OPTION
Lead-Free Solderable:
Yes . | | | ] | |
SMT Lead Coplanarity: .
(0,13mm) .005" max (05-10) Mates with: IPT1 Leave -K

-POL
=No. 1
position

polarized

-TR

=Tape &

(0,15mm) .006" max (15-25)

APPLICATIC el
SPECIFIC OPT

-VS
Latching feature available. L = Surface
Call Samtec. ’eNo. of positions x (2,54) .100 + (0,38) .015 04{‘ e
50

blank for
Through-

-L
05, 10, 15, 20, 25 S

= (5,50mm)
217" DIA
Polyimide
film Pick &
Place Pad
(=VS only)

(Call Samtec for other sizes) Matte Tin on tail

v LI T T -LC Pacl?;elin
(4.95) —-RA - Locking i
- 198 = Righ Clip
(2,54) 49 sy O U T T T U A o1 2 e
100 - <55 o1 —POL ﬂ':‘:ji':‘e%’;‘
v (=VS only)
oo [ [T Tt il
. x (851) 254) (1,27 ,_\ ,_\
‘ i @o0 (630 (2.54)
Note: Other Gold plating = 100
options available. u u Tll:’J e L L,
—>|
ﬁz:;ad Samtec. Gz | |<(0,79) .031 (041).016 |« 1 (7L8v7;'310 J
Some sizes, styles and L 2,54) 1
options Zre nor¥-standard, Through-hole Surface Mount = _F(“\'E’ ) 100
non-returnable.

Due to technical progress, all designs, specifications and components are subject to change without notice.
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