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CAUTION: STATIC SENSITIVE DEVICE

FOLLOW PROPER E.S.D. HANDLING PROCEDURES

WHEN WORKING WITH THIS PART.

11.35 [0.447] — 100.80 [3.968]
94,80 [3.732]
9350 [3.681]
88.30 [3.4761

— 16.00 [0.630]1

250 [0.0981
@ PLS)

__10.16 [0.4001
(P254 x 4

METAL PLATED

118,00 [4.646]

® h ; |
1615 1 - ! 1 Ll
00 - _ !
36,00 [1.417] | 99 — 5 2z
N ~ o
17.78 t07001 |189 o g 2 o
' 22 L B g R 8
h g 8 3
2
1150 [0.4531 — ;}\ 1 s . ' i
M 1
\_ 16-61.00 [£0.039]
(PAD ©1.80> 5-2100 [$0.0391
6175 [2.4317 41 4-22,50 [20,098] —l— 150 rogs91 [ I Y

8.80 [0.346]

— L— 160 [0.063]

80 [0.189]

UNCONIROLLED DOCUMENT

*UNLESS OTHERWISE SPECIFIED TOLERANCE IS +0.25mm (£0.010")

CONFIDENTIAL_INFORMATION
REV. PART NUMBER THE INFORMATION CONTAINED IN THIS DOCUMENT IS THE PROPERTY OF

LUMEX INC. EXCEPT AS SPECIFICALLY AUTHORIZED IN WRITING BY LUMEX
A|  LCM—S02402DSR-PLT  |'RE & emmarmn: meten
IN PART FROM DISCLOSURE AND DISSEMINATION TO ALL THIRD PARTIES.

PHONE: 1-847-359-2790

~ 290 E. HELLEN ROAD
Ex PALATINE, ILLINOIS 60067
D

INCORPORNTE! WEB: HTTP://WWW.LUMEX.COM

5.55mm CHARACTER HEIGHT, 5 x 8 DOT MATRIX, 24 x 4 LCD BELUBLIY NOTE DRAWN BY: | CHECKED BY: | APPROVED BY:[DATE: 121797
o8 WAL SUUBIE A i PACE: 1 OF 2
MODULE, 1/16 DUTY, WITH PLATED MOUNTING HOLES. (THAT SOLDER HEAT 15 A WAIGR CALSE OF EARLY D FUTURE e SCALE:  N/A

Downloaded from Elcodis.com electronic components distributor


http://elcodis.com/parts/1927603/LCM-S02402DSR-PLT.html

PART NUMBER REV.

UNCONTROLLED DOCUMENT LCM—S02402DSR—PLT A

REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
SEE PAGE 1./
PIN CONFIGURATION Vpp—Vo: LCD DRVING VOLTAGE BLOCK DIAGRAM\ 24 x 2, 1/16 DUTY, 1/5 BIAS
PIN_NO.J SYMBOL | LEVEL |FUNCTION VR: 10K(L -20K0) o
1 Vss - GND_(0V) Vop ; <2J21> TR
2 oo - POWER SUPPLY [V DB 0 M 16,7 o paNeL
3 Vo - FOR LCD DRVE Vo gl | o
REGISTER SELECT SIGNAL R/W ——| CONTROLLER
4 RS H/L  [H: DATA INPUT Vss RS——{ LSl
L:_INSTRUCTION INPUT \)’;; T
H: DATA READ (MODULE-->MPU) I
S A A T (MODULE<—-MPU) Vo=
6 E HH->L | ENABLE A—
. LED BACKLIGHT
7~14 |DBO~DB7| H/L |DATA BUS-SOFTWARE SELECTABLE 4 OR 8 BIT MODE. K—
15 A N/C | ANODE LED BACKLIGHT
16 K N/C_| CATHODE LED BACKLIGHT
ABSOLUTE MAXIMUM RATINGS
ELECTRICAL CHARACTERISTICS Vpp=4.7V to 5.3V, Ta=25C
DD TEM SYWBOL | _ TEST [STANDARD VALUET
M SIBOL | conpmon  |-STANDARD VALUE T\ CONDITION | MIN_ | MAX
MIN. | TYP. [ MAX. SUPPLY VOLTAGE FOR LOGIC Vpp—Vss | To=25C | 47 | 53 | V
SUPPLY VOLTAGE FOR LOGIC | Vpp—Vss - - |50 - v SUPPLY VOLTAGE FOR LCD DRVE | Vpp—Vo - |42e50C[48@0C| V
SUPPLY CURRENT FOR LOGIC I Vpp=5V - (2030 m INPUT VOLTAGE V| To=25C | Vss | Vpp | V
HIGH Vi - 22| - |47 v OPERATING TEMPERATURE Topr | LCM-S 0 5 | C
INPUT VOLTAGE LOW Vi - 0 | - [06] V STORAGE TEMPERATURE Tstg | LOM=S | —20 | 70 | C
HIGH VoH - 24| - | - v
QOUTPUT VOLTAGE LOW VoL = _ — 04 v
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