G REV. DESCRIPTION DATE | APPROVED
ITEM [ QTY PART NUMBER PART DESCRIPTION C | Added Bicolor LEDs. 09/20/06] WL C.
1 1 3XXX-F T-1 (3mm) Flanged LED, See Page 2-3 D | Update BOM and Top View of ELM 11/07/06] M. C.
.. E | Added Low Current LEDs 01/04/07| M. C.
2 1 ELM5XXX Extruded, Self-Retaining Narrow LED Spacer F [ Corrected LED Part Numbers on Page 3 03/12/07 M. C.
G | Added 3SRC-F LED to Page 3 12/21/07| M. C.
H | Removed Tolerance Note. 09/03/08) M. C.
J | Added ELM5XXX3UYC Specs. 09/24/08] M. C.
K | Added Bi-Color LED Polarity Diagram. 03/29/10[ T.Y.
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LED Pea?:/i\r;ave . Absolute Maximum Ratings EIectri)/-fOptlcal Data @ ZI?/mA V,&%Wigg
Part No. Material Length Emitted Color o rppestanee A Pd If Peak If ) (med) (Dgg)
Ap(hm) om) | W) | mA) | MmA) [ Typ. | Max. Typ.
3BWC-F GaN/SiC 430 BLUE WATER CLEAR 65 150 25 70 4.0 4.5 15 20
3BWD-F GaN/SiC 430 BLUE DIFFUSED 65 150 25 70 4.0 4.5 10 35
3BWT-F GaN/SiC 430 BLUE TINTED 65 150 25 70 4.0 4.5 15 20
3PGC-F GaP/GaP 555 PURE GREEN WATER CLEAR 25 80 30 150 2.2 2.8 10 20
3PGD-F GaP/GaP 555 PURE GREEN DIFFUSED 25 80 30 150 2.2 2.8 5 35
3PGT-F GaP/GaP 555 PURE GREEN TINTED 25 80 30 150 2.2 2.8 10 20
3GC-F GaP/GaP 568 GREEN WATER CLEAR 30 80 30 150 2.1 2.8 40 20
3GD-F GaP/GaP 568 GREEN DIFFUSED 30 80 30 150 2.1 2.8 25 35
3GT-F GaP/GaP 568 GREEN TINTED 30 80 30 150 2.2 2.8 40 20
3YC-F GaAsP/GaP 590 YELLOW WATER CLEAR 35 80 30 150 2.0 2.8 40 20
3YD-F GaAsP/GaP 590 YELLOW DIFFUSED 35 80 30 150 2.0 2.8 20 35
3YT-F GaAsP/GaP 590 YELLOW TINTED 35 80 30 150 2.0 2.8 40 20
3UYC-F GaAsP/GaP 590 YELLOW WATER CLEAR 35 80 30 150 2.0 2.4 300 20
3AC-F GaAsP/GaP 605 AMBER WATER CLEAR 35 80 30 150 2.0 2.8 40 20
3AD-F GaAsP/GaP 605 AMBER DIFFUSED 35 80 30 150 2.0 2.8 25 35
3AT-F GaAsP/GaP 605 AMBER TINTED 35 80 30 150 2.0 2.8 40 20
3HC-F GaAsP/GaP 625 HE RED WATER CLEAR 45 80 30 150 2.0 2.8 50 20
3HD-F GaAsP/GaP 625 HE RED DIFFUSED 45 80 30 150 2.0 2.8 30 35
3HT-F GaAsP/GaP 625 HE RED TINTED 45 80 30 150 2.0 2.6 50 20
3RC-F GaP/GaP 700 RED WATER CLEAR 40 45 20 80 2.1 2.8 2.5 20
3RD-F GaP/GaP 700 RED DIFFUSED 40 45 20 80 2.1 2.8 2 35
3RT-F GaP/GaP 700 RED TINTED 40 45 20 80 2.1 2.8 2.5 20
3SRC-F GaAlAs/GaAs 645 RED WATER CLEAR 40 70 30 150 1.7 2.4 60 20
3BC-F GaAsP/GaAs 625 RED WHITE 45 80 30 150 2.0 2.8 6 45
GaP/GaP 568 GREEN DIFFUSED 30 80 30 150 2.1 2.8 6
3BC-Y/G-F GaAsP/GaP 590 YELLOW WHITE 35 80 30 150 2.0 2.8 4 45
GaP/GaP 568 GREEN DIFFUSED 30 80 30 150 2.1 2.8 6
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Chip Absolute Max. Ratings Electro@:bozpntqlz\al Data Viewing
Lens Angle
LED Part No.
Peak Wave Appearance \%i Iv 20
Material Length Emitted Color AX Pd If V) (mcd)|  (peg)
Ap(nm) (nm) (mW) (mA) | TYP [ MAX| TYP
3BWDL-F GaN/SiC 430 BLUE DIFFUSED 65 10 5 4.0 45 6 35
3GDL-F GaP/GaP 568 GREEN DIFFUSED 30 10 5 21 2.8 2 35
3PGDL-F GaP/GaP 555 PURE GREEN DIFFUSED 25 10 5 2.2 2.8 4 35
3YDL-F GaAsP/GaP 590 YELLOW DIFFUSED 35 10 5 2.0 2.6 2 35
3ADL-F GaAsP/GaP 605 AMBER DIFFUSED 35 10 5 2.0 2.8 6 35
3HDL-F GaAsP/GaP 625 HE RED DIFFUSED 45 10 5 2.0 2.6 3 35
3RDL-F GaP/GaP 700 RED DIFFUSED 40 10 5 21 2.8 1 35
3SRDL-F GaAlAs/GaAs 645 SUPER RED DIFFUSED 20 10 5 1.7 24 3 35
STANDARD TOLERANCE ®
s IBIVAIR
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