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Available from Mouser Electronics www.mouser.com (800) 346-6873

16mm Potentiometer
RV16CF-40-16-F1XXX

Dimensions: mm

Date: 04-25-08 Ref.#: TW-700042

RV16CF-40-16-F1-B53 5K Linear
RV16CF-40-16-F1-B10K 10K Linear
RV16CF-40-16-F1-B54 50K Linear
RV16CF-40-16-F1-B55 500K Linear

Specifications:
• Taper: Linear
• Type: 16mm PC Mount w/SPST Switch
• Rated Wattage: 0.2W
• Rated Voltage: 200V
• Tolerance: ±20%
• Insulation Resistance: >100MΩ @ 500VDC
• Breakdown Voltage: 1000VAC for 1 minute
• Switch Contact Resistance: <100mΩ 
• Switch Rating: 250VDC 10A 
• Rotation Life: 100,000 cycles 
• Switch Life: 10,000 times
• Total Rotation Angle: 270°±5°
• Rotation Torque: 20~200g/cm 
• Shaft Stop Strength: 4Kgf/cm min. 
• Switch Working Angle: 40° max. 
• Switch Working Torque: 200~600gf-cm 
• Shaft: "D" type, Nylon
• RoHS Compliant

Specifications are subject to change without notice.   No liability or warranty implied by this information.   Environmental compliance based on producer documentation.
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