1/4” Stereo Phone Plugs KOBICONN

171-1303-EX, 171-1304-EX, 171-1305-EX

-
B
=
o
(1]
(o]
13+.30
(.511.011) g
(]
=
~ T
/ \ c
\ ) (o]
= (7]
< 89.50+1 >
31 +:95 (8.52+.039)
2550505 | (122188 )_)‘_13861 ozl
(1£.019) < »  (1.50+.039)
AYaVaVaVaVaiaVal
0 il 1 S _‘_oo_ouo_.o___*QGBOi.OS
? < | i |_| 501000101 (.248+.011)
* A _*
06.34 *92
(0.249+001)
DIMENSIONS mm (in.)
—
\l
—
4
SPECIFICATIONS 8
Type: 1/4” unshielded stereo phone c:'"
Breakdown Voltage: 500VDC for 1 minute Q
Insulation Resistance: | 50MQ min. @ 500VDC o
Contact Resistance: 50mQ max. N
Contacts, Terminal A: nickel plated brass _'L
Insulator A and B: ABS Plastic 8
Pin and Terminal C: nickel plated steel B
Cap Insulator: polypropylene plastic Q
Strain Relief: PVC plastic '_L
Color: red (171-1303-EX), black (171-1304-EX), gray (171-1305-EX) j
RoHS Compliant by Exemption .
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Available from Mouser Electronics KC-300894
1-800-346-6873
www.mouser.com
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