174-3330 174-3336 174-3342 174-3350 174-3356
M O l l S E R 174-3331 174-3337 174-3345 174-3351 174-3357 Phono
174-3332 174-3340 174-3346 174-3352 Plugs

ELECTRONICS)| 174-3335 174-3341 174-3347 174-3355

Dimensions (In.)
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e . Mouser Body & Spring | ID Ring
SpeC|f|cat|ons.' o Stock No. Plating Color
» Type: professional RCA; solid pin 174-3330 —
* Maximum cable size: 5.5mm (.216") 174-3331 Black
* Current ratings: 5A @ 174-3332 Nickel Blue
200VDC/150VAC max. PRttt el
* Insulation resistance: 100MQ @ 174-3337 Yellow
« Insulation: noryl SE1 i ac
: Y= 174-3342 |  Flash Gold Blue
Center contact: silver or gold plated 174-3345 Red
brass 174-3346 White
» Ground contact & cable clamp: gigggg Yellow
nickel or gold plated brass 174-3351 | Black Chrome Black
e Cap: nickel or black chrome %;igggé BRIug
plated brass - Pin Assy = &
174-3356 Flash Gold White
174-3357 Yellow
|Qua|ity, Speed, & Service (800) 346-6873 http://www.mouser.com
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