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Recommended PCB Layout
(top view)

Materials and Finish

Shield: 0.3 thick brass,
Nickel plated
over 50u" Copper

Insulator: UL94V-0 Rated
PBT Thermoplastic
Color- White or Black

Contact Material:
phosphor bronze

Plating Options:
Standard: gold flash
on contact area, 120u”
tin on soldertails,
all over 50u” nickel

-30 Option: 30u” Gold
on contact area, 120u”
tin on soldertails,
all over 50u” nickel

Specifications

Rated Voltage:
30V AC (rms)

Contact Current Rating:
1A Max.

Contact Resistance:
30 milliohms Max.

Insulation Resistance:

POS. 4 1000 Megohms Min.
Dielectric Withstanding:
| 750V AC
| Insertion Force:
J 250 |_ 3.57kg max.
’ Extraction Force:
2.50 10.28 I —271 L.02kg min.
20 Operating Temperature:
13.35 -25°C to 80°C
! : ! Part Number Contact Area Plating Finish | Insulator Color
KUSBX-AS1IN-W Gold Flash (standard)
White
KUSBX-AS1N-W30 30u" Gold (-30 option) Tolerances
KUSBX-ASIN-B Gold Flash (standard) RoHS COMPLIANT XX +0.25
. - Black EL Diective 200208/EC o |XXx£0.15
KUSBX-AS1N-B30 30u" Gold (-30 option) A s | Unless Stated
Lr78160 | Otherwise
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