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Material:
w/ Pin:
Spring:
Rivet:

PIN

24 (.945) Ø.80
(Ø.031)Ø4.5

(Ø.177)

Ø2.9
(Ø.114)

14.0±.50
(.55±.02) 13.5±.50

(.53±.02)

13.6±.50
(.535±.02)

2.5±.50
(.098±.02)

2±.20
(.079±.008)

9.8±.50
(.386±.02)

13±.50

8 0.5
(.315 .02)

(.512±.02)

38±.50
(1.50±.02)

27.6±.50
(1.09±.02)

100±5
(3.94±.20)

10
(.394)

4 x ø2.3 (ø.09)

14.8±.30
(.583±.012)

RED RIBBON

HOLES

8±.30
(.315±.012)

9.8±.30
(.386±.012)

9.8±.30
(.386±.012)

PCB/MOUNTING LAYOUT

13.6±.50
(.535±.02)2xø1

(Ø.039)
HOLES

4xø2.8
(Ø.11)
HOLES

8±.3
(.315±.012)

14.8±.30
(.583±.012) 9.1±.30

(.358±.012)

UM5X2

1.5V

2 “N” Battery Holder with
PCB Pins and Ribbon

12BH521P-R-GR

EPD-200608

Date Last Revised: 10-19-10

SPECIFICATIONS
PP Resin, Black Color
ø0.8 x 24mm, Brass Tin Plated
0.5mm 65C Spring Steel Nickel Plated
Brass Nickel Plated

Dimensions: mm (in.)

RoHS Compliant
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