
59.2±.50
(2.33 ±.02)

2.2±.20
(.086 ±.008)

R2±.20
(.08±.008)

15.2±.50
(.60±.02)

33±.50
(1.30±.02)

1.4±.20
(.055±.008)

15±.50
(.59±.02)

ø3±.20
(ø.12±.008)

5±1
(.20±.04)

RED

BLACK

150±5
(5.9±.02)

POLARITY PROTECT
OF BATTERY CASE

1.8±.20
(.07±.008)

R6.AA.UM - 4 1.5V

AA.UM3 - 1

UM - 3X2

5.2±.20
(.20±.008)

7.3±.50
(.29±.02)

14±.50
(.55±.02)

2 "AA" Battery Holder
with 6” Wire Leads

12BH212A-GR 

Available from Mouser Electronics
1-800-346-6873

www.mouser.com

EPD-200825

Date Last Revised:  04-12-10

Dimensions: mm (in.)

Specifications are subject to change without notice.   No liability or warranty implied by this information.   Environmental compliance based on producer documentation.

Wire:

Material:

Spring:

SPECIFICATIONS
UL1007 AWG #26

Black & Red 150MM±5MM

Strip & Tin 5MM±1MM

PP Resin, Black Color

0.65mm 65C Spring Wire

RoHS Compliant 

Downloaded from Elcodis.com electronic components distributor 

http://elcodis.com/parts/2052503/12BH212A-GR.html

