Customer Informatlon Sheet

DRAWING No.: M7565/66/67/71-X% SHEET 2 OF 2§ |F INDOUBT - ASK | (O) 1§ NOT TO SCALE IRD ANGLE PROJECTION i ALL DIMENSIONS [N mm
SPECIFICATIONS:
MATERIAL :
MOULDING = GLASS FILLED POLYESTER UL94V-0
(SEE ORDER CODE FOR COLOUR)
CLIP = PHOSPHOR BRONZE
FINISH:
5.00 05 = 0.13y GOLD
" 46 = 3u 106% TIN
< ELECTRICAL:
i CURRENT RATING = 3A MAX
H VOLTAGE RATING = 250V AC/DC
i VOLTAGE PROOF = 750V AC
- CONTACT RESISTANCE = 30m(Y MAX (TIN), 25m() MAX (GOLD)
INSULATION RESISTANCE = 1,000MCY MIN
MECHANICAL :
BURABILITY = 50 OPERATIONS (TIN), 300 OPERATIONS (GOLD)
4,90 MAX INSERTION FORCE = 12.5N MAX
- 3 WITHDRAWAL FORCE = 1.0ON MIN
p CONTACT POINT ENVIRONMENTAL : R i
; TEMPERATURE RANGE = -40°C TO +85°C
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SECTION Y-t MOULDING COLOUR — CHECKED: <~
65 - LT. GREY 66 - RED DRAWN -
67 - BLACK 71 - 8LUE L SHIER
NOTES: CUSTOMER RET ..
. MATING PIN = 0.64mm SQUARE, CONTACT FINISH
2. FOR COMPLETE SPECIFICATIONS, SEE COMPONENT 05 - GOLD e
SPECIFICATION COO3XX (LATEST ISSUE) 46 = 100% TIN ASSEMBLY DRG:
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MATTER SET OUT HEREON ARE X, = £imm JUMPER SOCKET
CONEIDENTIAL AND COPYRIGHT X.X = +0.25mm SEE ABOVE
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HARWIN INC HARWIN PLC HARWIN PTE AR ED
U.S.A. u.K. SINGAPORE oDRisquLSJSEFDOR LM(E\ANNUEFDACTCIJORP!!NEGD KRXK - ~0.01r:1m FINISH: SEE ABOVE DRAWING NUMBER : ZSHT
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