Specifications EC2A Series Derating Curve
INPUT SPECIFICATIONS: -
Input Voltage Rang +10%
Input Filter. PiType 25 7
o0
OUTPUT SPECIFICATIONS: e _\
Voltage Accura 4 4.0% max. —
S E R E $ Coefiicient. £0.02%/°C % o \
Ripple and Noise, 20MHz BW. 50mV p-p max. 35 \
Short Circuit Protection. tary ES & Pasic Case
1.5 WATT o | 3 e[S \
Load Regulation. £0.5% 20% ;
DC-DC CONVERTERS 1 \
‘GENERAL SPECIFICATIONS: 0% . - 100
Efficiency. 05 25 0 2 50 75 100
Isolation Capacitar 30pF Ambient Temperature('C)
Isolation Resistan
RoHS z)w\’ichiﬁg Fvequ?ncy, : i
— perafing Ambient Temperature Range 25'C 10 +71°C
De-rafing, Above 71'C(Plastic Case). Linearly to Zero power at 95°C PIN CONNECTION
. fedtes | e, Above 71°C (Copper Care).Lneaty fo 2o pawer o 100C 500 vDC 15K& 3 VDC
. Cose Plostic case?] 5°C mox pin Single Output Dual Output ;. Single Output Dual Output
* 1.5W Output Power * Efficiency to 50% (COPD CaBE e OC 0K — T =
H 1 Cooling Natural Convection 1.24] +V Input +Vinput 123] +Vinput +VInput
DIP-24 / SMD Package Pi |ﬂpl_Jf Filter . Storoge T ore R A0C 104 100C 223]  NC -V Output_[amad] Vinput | Vinput
* Regulated Outputs * Low Ripple and Noise Dimensions 12508 x0.4inches 32|  Ne Common | 4 | Np [ NC | NP [ NC
(31.8x20.3x 10.2mm) 45 NP [ NC | NP [NC [ 5 [ Np [ NC [ NP [ NC
SMD.... . .1.25x 0.8 x 0.45 inches
MODEL INPUT OuTPUT OuTPUT INPUT CURRENT 51852050 1) 190 w [ ne | w [ne ms" | NP | NC | NP | NC
NUMBER VOLTAGE VOLTAGE CURRENT NO LOAD FULL LOAD CASE ioht 125 -Voutput | Common |IOT NP | NC | GoOufput
SOLATION VOLTAGE 11 | +VOutput | +VOutput | 12 | -V Output TP,
EC2A01 5VDC 300 mA 620 mA 500 VDC min " tandard Models 1213|  -VInput -V Input 13 | +VOutput | -V Output
EC2A02 12 VDC 125 mA 550 mA 3K VDC min Uffix "H' Models 14 | +vVOutput | +VOutput | 14 | NP | NC | NP | NC
EC2A03 5VDC 15VDC 100 mA 110 mA 550 mA DIP-24 -5 VDC min uffix HM Modeels 15 | VOutput | Common | 15| NP | NC | +VOulpuf
EC2A04 +12VDC +60 MA 550 mA CASE MATERIAL: 16 [ e [ne [ we [ne [16 ] we [ ne TP
. . Standard Models lon-Conductive Black Plastic 17 NP NP 17 #P | NP NP
EC2A05 +15VDC +50 mMA 550 mA Suffix "M Model Black Coated Copper 2021 wp [ Ne | W [N [2021] e [nc | NP [N
EC2AT1 5VDC 300 mA 260 mA with Non-Conductive Base “NP-NOPIN “TP-TEST POINT
EC2A12 12vDC 125 mA 215mA NoTE “NC-NO CONNECTION WITH PN “GO-GROUND
EC2A13 12VDC 15VDC 100 mA 40 mA 215mA DIP-24 1. 5uffi 5" o the Modiel Nurmber with SM packages
2. Maximum Gase femperature under any operaling condifon shoukd
EC2A14 +12VDC +60mA 215mA not exceed 95°C(Plastic Case), 100°C(Copper Case).
EC2A15 +15VDC +50 MA 215mA
CASE A
EC2A21 5vbC 300 mA 130 mA NOTEPin Size is 02" Inch (0.5mm) DIA
EC2A22 12VDC 125 mA 115 mA e . e 2010 - i ARAAR BRAA
EC2A23 24VDC 15VDC 100 mA 20 mA 115mA DIP-24 Milmeters x= 2.5 00 225 @] PP preTeren
EC2A24 +12VDC +60 MA 115mA oz 10 T
EC2A2 +15 VD! £50 mA 115mA 9z 29 EMER Top
C2A25 +15VDC +50 m 5m o 30 82|24 VIEW
EC2A31 5VDC 300 mA 110 mA
EC2A32 12VDC 125 mA 100 mA BOTTOM ey R
VIEW Rt N YYIY
EC2A33 28 VDC 15VDC 100 mA 20 mA 100 mA DIP-24 B 00 002 o
EC2A34 +12VDC +60 A 100 mA g:z (258 ML i
EC2A35 +15VDC +50 mA 100 mA O15 100
O 10 23|09
EC2A41 5VDC 300 mA 65mA o e i EEIEN
EC2A42 12VDC 125 mA 60 mA + — — 1
0.15 0.08 0.100
EC2A43 48 VDC 15VDC 100 mA 15mA 60 mA DIP-24 a8 @8) a0 @0 58 u«
EC2A44 +12VDC +60 A 60 mA 050 (10:2) 125
[D—CT R— (31.8)
EC2A45 +15VDC +50 A 60 mA

All Specifications Typical At Nominal Line, Full Load and 25°C Unless Otherwise Noted.
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