
3M™ Static Shielding Bag SCC 1000

 SCC 1000  Static Shielding Bag metal-in

p r o d u c t  d a t a  s h e e t

Static Shielding bag, open top and ziptop
item number

 100(W”)(L”) 1100-a
datasheetproduct

  Static Shielding Bag ~ Metal-In

Sizes on Page 2

Standards
Meets the requirements of Mil-pRF-81705 type iii, eia 541, eia 625, Mil-
hdbK-263, Mil-Std-1686, and eoS/eSd Standards.

this transparent, metallized static shield bag provides a static safe envi-
ronment for sensitive electronic devices.  Four layer construction. 
polyester dielectric and metal layer provide Faraday effect shielding of 
eSd and fields.  tribocharging is minimized by the specially processed 
polyethylene.  Flat and zipper closure styles.  coded for Qc traceability.

Specifications
Electrical Properties:  typical Values
Surface Resistivity / Resistance aStM d257            or    anSi/eSd StM11.11
   interior    <1012   ohms/square  or  <1011  ohms
   exterior         <1012   ohms/square  or  <1011  ohms
   Metal            100  ohms
Static Shielding          < 30 volts    Mil-pRF-81705, eia 541
Static Shielding    < 10  nJ      eoS/eSd S11.31
Static decay                 < 0.05  seconds       Mil-pRF-81705, 
        FtMS 101 Mth 4046 
charge generation
   PTFE                0.09   nc/sq.in.   Modified inclined plane
   Quartz           0.01   nc/sq.in. 
Physical Properties:   
tensile Strength   >25 lbs    aStM d 882
Seam Strength   pass     Mil-pRF-81705
light transmission  40 %    tobias
heat Sealing conditions
  temperature   250 F - 375 F
  time    0.5 - 3.5 seconds
  pressure   30 - 70 pSi
thickness   3.1 mils        3M 008
outgassing   pass   aStM e595
non-corrosive   pass   FtMS 101 Mth 3005

3M Static Shielding Bag SCC 1000 with open top 

3M ZipTop Bag SCC 1000 

Material Structure
3M Static Shielding Bags SCC 1000 open top and ziptop are 
manufactured from industry approved polyester/Metal/polyethylene  
laminates.  The polyester dielectric in concert with the 
metal layer provide Faraday 
effect shielding of an 
electrostatic discharge 
(eSd).  the metal layer 
prevents the penetration of 
damaging electrostatic 
fields.  tribocharging is 
minimized by the specially 
processed polyethylene.
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 See 3M Data Sheets for these related items:
    
 3M™ Static Warning labels 
 3M™ heat Sealer
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3M  ZipTop SCC 10003M Open Top SCC 1000

  Open Top Static Shielding Bag ~ Metal-In

W"x l"  p/n  W"x l"  p/n  W"x l"  p/n
2 x 3 10023  7 x 8 10078  12 x 18 1001218
2 x 4 10024  7 x 10 100710  12 x 24 1001224
2 x 6 10026  7 x 11 100711  12 x 25 1001225
3 x 5 10035  7 x 15 100715  12 x 30 1001230
4 x 4 10044  7 x 16 100716  14 x 16 1001416
4 x 6 10046  8 x 8 10088  14 x 18 1001418
4 x 8 10048  8 x 10 100810  14 x 20 1001420
4 x 24 100424  8 x 12 100812  14 x 30 1001430
4 x 26 100426  8 x 14 100814  15 x 18 1001518
4 x 30 100430  8 x 16 100816  16 x 18 1001618
5 x 6 10056  8 x 18 100818  16 x 20 1001620
5 x 7 10057  8 x 24 100824  16 x 24 1001624
5 x 8 10058  8 x 30 100830  16 x 30 1001630
5 x 10 100510  9 x 12 100912  18 x 18 1001818
6 x 8 10068  10 x 12 1001012 18 x 20 1001820
6 x 9 10069  10 x 14 1001014 18 x 24 1001824
6 x 10 100610  10 x 16 1001016 18 x 30 1001830
6 x 12 100612  10 x 18 1001018 20 x 20 1002020
6 x 14 100614  10 x 24 1001024 20 x 24 1002024
6 x 16 100616  10 x 26 1001026 22 x 24 1002224
6 x 18 100618  10 x 30 1001030 24 x 24 1002424
6 x 24 100624  11 x 14 1001114 24 x 30 1002430
6 x 26 100626  11 x 15 1001115 24 x 36 1002436
6 x 30 100630  12 x 12 1001212 30 x 24 1003024
6.5 x 10  1006.510 12 x 14 1001214  
6.5 x 16  1006.516 12 x 16 1001216

W"x l"  p/n  W" x l"  p/n  W" x l"  p/n
2 x 3 30023  6 x 24 300624  11 x 15 3001115
3 x 3 30033  6 x 30 300630  12 x 12 3001212
3 x 5 30035  7 x 15 300715  12 x 16 3001216
4 x 4 30044  8 x 8 30088  12 x 18 3001218
4 x 6 30046  8 x 10 300810  14 x 18 3001418
4 x 8 30048  8 x 12 300812  15 x 18 3001518
4 x 24 300424  9 x 12 300912  16 x 24 3001624
4 x 30 300430  10 x 10 3001010 18 x 18 3001818
5 x 8 30058  10 x 12 3001012 18 x 24 3001824
5 x 10 300510  10 x 14 3001014 20 x 24 3002024
6 x 8 30068  10 x 24 3001024 24 x 24 3002424
6 x 10 300610  10 x 30 3001030 
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3M ZipTop SCC 1000
Recloseable Static Shielding Bag ~ Metal-In

1”

all standard sizes in-stock/same day shipment.
Width is measured from inside seam to inside seam.
length is measured from the top edge to the bottom fold.
opening is in the “width” dimension.
custom bag sizes, custom printing, and  custom hot 
stamping are available.
Most sizes are packed 100 per case.
Small sizes are packed 1000 or 500 per case.
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