Customer Information Sheet

:'ING No.: M90-3102R10SL-3S SHEET 2 OF 2 | IF IN DOUBT - ASK | © ] THIRD ANGLE PROJECTION | NOT TO SCALE | ALL DIMENSIONS IN mm
SPECIFICATIONS:
MATERIAL:
SHELL = ALUMINIUM ALLOY
25.40+0.79 INSULATOR = POLYCHLOROPRENE
GROMMET = POLYCHLOROPRENE
18.2620.12 5/8.24UNEF-24 CONTACT = COPPER ALLOY
08 Gasket FINISH:
: SHELL = ZINC WITH BLACK CHROMATE COATING
\ CONTACT = SILVER
?%} N %I ELECTRICAL:
ﬁ —f CURRENT RATING = 13 AMPS
e e VOLTAGE RATING = 500V AC, 700V DC
K LAY [ —— N U R — 19.35 MAX INSULATION RESISTANCE = 5,000 MQ MIN
k EJ’ J ENVIRONMENTAL:
TEMPERATURE RANGE = -55°C TO +125°C
$ {‘} J VIBRATION = 10 - 500Hz (10G) PER MIL-STD-1344, Method 2005
o /! - SALT SPRAY = 48 HRS, 5% SALT SOLUTION, PER MIL-STD-1344
142883 Method 1001 )
Front of Socket insert MEZLI-JIX:\IDIS-:: 95£3%, 7122°C, 14 DAYS
3.020.20 2.0 MAX COUPLING : THREADED
POLARISATION : SINGLE KEY/ KEYWAY
CONTACT TYPE : SOLDER RA | 3 | 15.01.09] 10228
CONTACT ARRANGEMENT : 3 CONTACTS |NAME|ISS.] DATE |C/NOTE]
DURABILITY : 500 OPERATIONS APPROVED 777
CHECKED: yﬂ/j//éwgé
NOTES: DRAWN: M.G.PLESTED
1. PRODUCT IS RoHS COMPLIANT CUSTOMER REF:
2. PRODUCT IS PACKED IN BAGS.
3. RECOMMENDED WIRE SIZE 16-22 AWG. [ASSEMBLY DRG:
' - THIS INFORMATION AND ANY TOLERANCES  |MATERIAL: TITLE:
HARWIN promonerozmee |1 e Asove PANEL MOUNT -
| CONFIDENTIAL AND COPYRIGHT | X X = +0.25mm 3 SOCKET CONTACTS
ARWIN USA HARWIN Europe (UK) HARWIN Asia GROUP AND MUST NOT BE XXX = £0.10mm [FINISH: DRAWING NUMBER: SHT
16038935376 | TEL: 02392314545 | TEL:+656 7794909 |onuenn romsntionmns, | XXX = +0.01mm SEE ABOVE 2
- 603 893 5396 FAX: 023 9231 4590 | FAX: +65 6 779 3868 OTENDERING OR FOR ANY  |ANGLES = £5° S/AREA: M90-3102R10SL-3S OF
;_@harwin.com mis@harwin.oo.uk mis@hawvimcom.sg THEIR WRITTEN PERMISSION. UNLESS STATED 2|
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Customer Information Sheet

(TNG No.: M90-3102R10SL-4S SHEET 2 OF 2 | IF IN DOUBT - ASK [T © | THIRDANGLE PROJECTION | NOT TOSCALE | ALL DIMENSIONS IN mm
SPECIFICATIONS:
MATERIAL:
SHELL = ALUMINIUM ALLOY
25.40£0.79 INSULATOR = POLYCHLOROPRENE
GROMMET = POLYCHLOROPRENE
18.26+0.12 CONTACT = COPPER ALLOY
035 5 /8-2AUNEF-2A Gasket FINISH:
12 SHELL = ZINC WITH BLACK CHROMATE COATING
\ CONTACT = SILVER
N ELECTRICAL:
Q} S <ra CURRENT RATING = 13 AMPS
T2 VOLTAGE RATING = 500V AC, 700V DC
ﬁ N NN L INSULATION RESISTANCE = 5,000 MQ MIN
19.35 MAX ENVIRONMENTAL:
\g J TEMPERATURE RANGE = -55°C TO +125°C
VIBRATION = 10 - 500Hz (10G) PER MIL-STD-1344, Method 2005
@ . $f J SALT SPRAY = 48 HRS, 5% SALT SOLUTION, PER MIL-STD-1344
| NUSE L Method 1001
14287832 HUMIDITY = 95+3%, 71+2°C, 14 DAYS
oo B MECHANICAL:
COUPLING : THREADED
3.020.20 9.0 MAX POLARISATION : SINGLE KEY/ KEYWAY
CONTACT TYPE : SOLDER RA | 3 | 15.01.09] 10228
CONTACT ARRANGEMENT : 2 CONTACTS [NAMEJISS.] DATE |C/NOTE
DURABILITY : 500 OPERATIONS [APPROVED
CHECKED: 7./ 77 7t
NOTES: DRAWN: 'G.PLESTED
1. PRODUCT IS RoHS COMPLIANT CUSTOMER REF:
2. PRODUCT IS PACKED IN BAGS
3. RECOMMENDED WIRE SIZE 16-22 AWG. [ASSEMBLY DRG:
' - THIS INFORMATION AND ANY TOLERANCES |MATERIAL: TITLE:
HARWIN VTTER 1 OUT HEREOH ARE X.= #mm SEE ABOVE PANEL MOUNT -
. C‘;“gg‘:iﬁwbﬂﬁggimﬁj” XX= %0.25mm 2 SOCKET CONTACTS
JARWIN USA HARWIN Europe (UK) HARWIN Asia GROUP AND MUST NOT BE XXX = £0.10mm JFINISH: DRAWING NUMBER: SHT
16038935376 | TEL: 02392314545 | TEL:+6567794909 | oo ronmnueroronne, | X0OOX =  £0.01mm SEE ABOVE 2
(: 603 893 5396 FAX: 02392314590 | FAX:+6567793868 | TENDERNGORFORANY = |ANGLES = #5° SIAREA: M90-3102R10SL-4S OF
s_@hawvin.oom mis@harwin.co.uk mis@hawvin.com.sg THEIR WRITTEN PERMISSION. UNLESS STATED 2

Downloaded from Elcodis.com electronic components distributor
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Customer In

6 No_M90-3102R125-35 SHEET 1 OF 2 | [F IN DOUBT - ASK

. gormation Shee

| NOT TO SCALE | THIRD ANGLE PROJECTION |

ALL DIMENSIONS IN mm

FICATIONS:

RIAL:

LL: ALUMINIUM ALLOY

ULATOR: NITRILE BUTADIENE RUBBER
MMET: NITRILE BUTADIENE RUBBER
ITACT COPPER ALLOY

1

1/ 5.28 3/4-20UNEF - 24 GASKET
LL: ZINC PLATED WITH BLACK CHROMATE COATING ( N x
TACT: SILVER {}} .q}
RICAL: + 7%
RENT RATING: I3 AMPS BUN
TAGE RATING: 500V AC, 700V DC
ULATION RESISTANCE: 5,000 MQY MIN +0.25 B Y e S 1986
NICAL: @3.05 ‘04|2—\ VAY
PLING: THREADED
ARISATION: SINGLE KEY/KEYWAY
TACT TYPE: SOLDER _G}
TACT ARRANGEMENT: 2 CONTACTS J
ABILITY: 500 CYCLES I
RONMENTAL : . . 3.00£0.20 = |f=—=19.00 MAX
PERATURE RANGE: -55C TO -125¢C 0.1
RATION: 10-500Hz(10G),PER MIL-STD-1344,METHOD 2005 14 27+ 19
T SPRAY: A48HRS.SALT SOLUTION 5%,PER MIL-1344, 20.62+£0.12 . 0
HOD 1001
IDITY: RELATIVE HUMIDITY 95+3%, 71°C£2°C, 14 DAYS | 27 7040 79—l
RA | 2 |is.01.09] 10228
NaME[iss. | oATE [c/woTe
APPROVED: =7l
CHECKED: 7/ 7 Ao
DRAWN : K. ADDE
NOTES: CUSTOMER REF . :
. PRODUCT IS RoHS COMPLIANT
2. PRODUCT IS PACKED IN BAGS. ASSEMBLY DRG:
3. RECOMMENDED WIRE SIZE 16-22 AWG.
. ) a THIS DRAWING AND ANY TOLERANCES MATERIAL: TITLE:
EANRINVNLN weonrtol g escelers | T CABLE CONNECTOR-
. “PobtRn G The gy [ 0 X 2 0.2 SEE ABOVE 2 PIN CONTACTS
(IN USA  |HARWIN Europe (UK) HARWIN Asio N AL B A s SRAR TG owere T
3893 5376 | TEL: 023 9231 4545]TEL: +65 6 779 4909} OR USED rok wanuricTuring, | o | FINISH: :
3 893 5396 |FAX: 023 9231 4590| FAX: +65 6 779 3868 (LIERING OF TOR MY ANGLES = £ > M90-3102R12S-3S [’
rwin. com mis@harwin.co.uk | mis@harwin.com.sq | THEIR WRITTEN PERMISSION. UNLESS STATED | S/AREA: mn 2

Downloaded from Elcodis.com electronic components distributor
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Customer Information Sheet

SHEET 2 OF 2

I F IN DOUBT - ASK |

© 1

THIRD ANGLE PROJECTION | NOTTO SCALE |

ALL DIMENSIONS IN mm

ING No.. M90-3102R145-25

30.18+0.79

23.01+0.12

7/8-20UNEF-2A

.25
0.12

Gasket

SPECIFICATIONS:
MATERIAL:
SHELL = ALUMINIUM ALLOY
INSULATOR = POLYCHLOROPRENE
GROMMET = POLYCHLOROPRENE
CONTACT = COPPER ALLOY
FINISH:
SHELL = ZINC WITH BLACK CHROMATE COATING
CONTACT = SILVER
ELECTRICAL:
CURRENT RATING = 13 AMPS
VOLTAGE RATING = 200V AC, 250V DC
INSULATION RESISTANCE = 5,000 MQ MIN

([ = N I | I 23.01 ]
—1s .01 MAX ENVIRONMENTAL:
k j TEMPERATURE RANGE = -55°C TO +125°C
VIBRATION = 10 - 500Hz (10G) PER MIL-STD-1344, Method 2005
{j} {E J SALT SPRAY = 48 HRS, 5% SALT SOLUTION, PER MIL-STD-1344
T L Method 1001
079 HUMIDITY = 95£3%, 71+2°C, 14 DAYS
14.28°644 MECHANICAL:
COUPLING : THREADED
3.040.20 2.0 MAX POLARISATION : SINGLE KEY/ KEYWAY
CONTACT TYPE : SOLDER RA | 4 | 15.01.00] 10228
CONTACT ARRANGEMENT : 4 CONTACTS [NAME]1SS.] DATE |C/NOTE
DURABILITY : 500 OPERATIONS APPROVED 27
CHECKED: _77 -
NOTES: DRAWN:  ’M.G.PLESTED
1. PRODUCT IS RoHS COMPLIANT CUSTOMER REF:
2. PRODUCT IS PACKED IN BAGS
3. RECOMMENDED WIRE SIZE 16-22 AWG. ASSEMBLY DRG:
| P THIS INFORMATION AND ANY TOLERANCES  [MATERIAL: TITLE:
HARWIiIN womsovonpeee | see ABoVE PANEL MOUNT -
| CONFIDENTIAL AND COPYRIGHT XX= 10.25mm 4 SOCKET CONTACTS
ARWIN USA HARWIN Europe (UK) HARWIN Asia GROUP AND MUST NOT BE XXX = 20.10mm |FINISH: DRAWING NUMBER: SHT
16038935376 | TEL: 02392314545 | TEL: 46567794909 | e mon wmumroromns, | XX00C= £0.01mm SEE ABOVE 2
16038935396 | FAX: 02392314500 | FAX: 46567793868 | TENDERNGORFORANY  |ANGLES = #5° S/AREA: M90-3102R14S-2S OF
@harwin.com mis@hamin.co.uk mis@harwin.com.sg THEIR WRITTEN PERMISSION. UNLESS STATED 2

Downloaded from Elcodis.com electronic components distributor
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Customer Information Sheet

ING No.. M90-3102R14S-65 SHEET 2 OF 2 |

IF IN DOUBT - ASK I

© | THIRD ANGLE PROJECTION | NOT TO SCALE |

ALL DIMENSIONS IN mm

30.18+0.79

23.01+0.12

7/8-20UNEF-2A

_+0.25
2-0.12

SPECIFICATIONS:
MATERIAL:
SHELL = ALUMINIUM ALLOY
INSULATOR = POLYCHLOROPRENE
GROMMET = POLYCHLOROPRENE
CONTACT = COPPER ALLOY
FINISH:
SHELL = ZINC WITH BLACK CHROMATE COATING
CONTACT = SILVER
ELECTRICAL:
CURRENT RATING = 13 AMPS

7 .N N VOLTAGE RATING = 200V AC, 250V DC
LI = m— — - 23.01 MAX INSULATION RESISTANCE = 5,000 MQ MIN
1 j ENVIRONMENTAL:
s TEMPERATURE RANGE = -55°C TO +125°C
$ VIBRATION = 10 - 500Hz (10G) PER MIL-STD-1344, Method 2005
\Q} J SALT SPRAY = 48 HRS, 5% SALT SOLUTION, PER MIL-STD-1344
075 Method 1001
14.28 -0.00 HUMIDITY = 953%, 71£2°C, 14 DAYS
MECHANICAL:
3.0£0.20 9.0 MAX COUPLING : THREADED
POLARISATION : SINGLE KEY/ KEYWAY
CONTACT TYPE : SOLDER RA | 4 | 15.01.09| 10228
CONTACT ARRANGEMENT : 6 CONTACTS [NAME]ISS.] DATE [C/NOTE
DURABILITY : 500 OPERATIONS APPROVED Tl
CHECKED: 7 7 /77"
NOTES: DRAWN: "M.G.PLESTED
1. PRODUCT IS RoHS COMPLIANT CUSTOMER REF:
2. PRODUCT IS PACKED IN BAGS
3. RECOMMENDED WIRE SIZE 16-22 AWG. ASSEMBLY DRG:
| - TH!S INFORMATION AND ANY TOLERANCES ~ |MATERIAL: TITLE:
H A n WI N WATTER SET OUT HEREON ARE X.= +1mm SEE ABOVE PANEL MOUNT -
. CONFIDENTIAL AND COPYRIGHT XX = +0.25mm 6 SOCKET CONTACTS
ARWIN USA HARWIN Europe (UK) HARWIN Asia GROUP AND MUST NOT BE XXX = £0.10mm |FINISH: DRAWING NUMBER: SHT
16038935376 | TEL: 02392314545 | TEL: +656 7794909 |oxvcmn ronamnimcronns, | X XXX = £0.0tmm SEE ABOVE 2
: 603 893 5396 FAX: 023 92314590 | FAX: +65 6 779 3868 oﬁhéi%ﬁ g;;xmg& IANGLES = 5° S/AREA: M90-3102R14S-6S OF
E_@_harwin.com mis@hamin.co.uk mis@hawvin.com.sg THEIR WRITTEN PERMISSION. UNLESS STATED 2
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