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Benefits

❖ UL approved compact and economical switches 

❖ Ideal for OEM applications

❖ Base or side entry

❖ Choice of alternate and momentary actions available

Model No 6871-0C 6871-AC 6872-0C 6872-AC 6872-HC
Switch Details
Number of Poles
& Action

Air Connection

Air Spout Diameter

Connecting Tube Part
Number

Alternative Air
Connection Model 
Number

Body Material

Diaphragm Material

Electrical rating @
250V ac

Special Approvals
Upon request

Back entry

4mm

2311-08

Back entry 2mm
spout 6871-0K
side entry 4mm
spout 6871-01

Acetal

Silicone

16A Res
4A Ind
1/2 HP

UL
CSA

Back entry

4mm

2311-08

Back entry 2mm
spout 6871-AK
side entry 4mm
spout 6871-AO

Acetal

Silicone

16A Res
4A Ind
1/2 HP

UL
CSA

Back entry

4mm

2311-08

Back entry 2mm
spout 6872-0K
side entry 4mm
spout 6872-00

Acetal

Silicone

21A (8A) 250V
2HP 250V ac
1HP 125V ac

UL
CSA

Back entry

4mm

2311-08

Back entry 2mm
spout 6872-AK
side entry 4mm
spout 6872-A0

Acetal

Silicone

21A (8A) 250V
2HP 250V ac
1HP 125V ac

UL
CSA

Back entry

4mm

2311-08

Back entry 2mm
spout 6872-HK
side entry 4mm
spout 6872-HO

Acetal

Silicone

21A (8A) 250V
2HP 250V ac
1HP 125V ac

UL
CSA

All European electrical switch approvals apply.

1 pole C/O
momentary

1 pole C/O
alternate

2 pole C/O
momentary

2 pole C/O
alternate

2 pole C/O
1 pole momentary
1 pole alternate

❖ 6872 Variants can be obtained with double diaphragm upon request.
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