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Panel Cutouts and Panel Thickness

PVTBF Thru-Bulkhead
MS3470/PV70 Narrow Flange MS3472/PV72 Wide Flange

Shell Screw Screw
Size A Diameter R H Size R H Size

8 .620 (15.75) .594 (15.09) .125 (3.17) #4 - - -
10 .740 (18.80) .719 (18.26) .125 (3.17) #4 .812 (20.62) .155 (3.97) #6
12 .864 (21.95) .812 (20.62) .125 (3.17) #4 .938 (23.93) .155 (3.97) #6
14 .990 (25.15) .906 (23.01) .125 (3.17) #4 1.031 (26.19) .155 (3.97) #6
16 1.118 (28.40) .969 (24.61) .125 (3.17) #4 1.125 (28.58) .155 (3.97) #6
18 1.240 (31.50) 1.062 (26.97) .125 (3.17) #4 1.203 (30.56) .155 (3.97) #6
20 1.366 (34.70) 1.156 (29.36) .125 (3.17) #4 1.297 (32.94) .155 (3.97) #6
22 1.490 (37.85) 1.250 (31.75) .125 (3.17) #4 1.375 (34.92) .155 (3.97) #6
24 1.616(41.05) 1.375 (34.92) .155 (3.97) #6 1.500 (38.10) .155 (3.97) #6

PV74 Jam Nut MS3474 Panel Thickness

Shell Size A Diameter +/-.005 (0.13) B+/-.005 (0.13)
10 .697 (17.70) .661 (16.79)
12 .895 (22.73) .824 (20.93)
14 1.010 (25.65) .948 (24.08)
16 1.135 (28.33) 1.072 (27.23)
18 1.260 (32.00) 1.197 (30.40)
20 1.385 (35.18) 1.322 (33.58)
22 1.510 (38.35) 1.447 (36.75)
24 1.635 (41.53) 1.572 (39.93)

8
10
12
14
16
18
20
22
24

MS3470/PV70 Narrow Flange
MS3472/PV72 Wide Flange

.087
(2.21)

.118
(3.00)

.212
(5.38)

.212
(5.38)

� See Page 148 for Gaskets. �See Page 257 for Nut Plates and Seal Screws.

Dummy
Receptacles Metal Dust Caps*

PV Flanged Panel Cutouts

MS3470/PV70
MS3472/PV72
Thru-Bulkhead/PVTBF

Size Narrow Flange Thru-Bulkhead Wide Flange
MS3470/PV70 PVTBF MS3472 /PV72

*B Max

.218
(5.54)

.344
(8.74)

B B

* (Screw Head Front Mtg. or Panel Thickness
plus Screw Head Rear Mtg.)

* Sash chain version for attachment to mounting screw
on flanged receptacles.
Sash chain with ring for mounting to jam nut receptacle.

For Receptacle
Shell Dummy For Plugs Flanged* Jam Nut*
Size Receptacle with Sash Chain With Sash Chain

Part Number and Ring

8 MS3115-8** MS3180-8CA MS3181-8CA MS3181-8NA

10 MS3115-10** MS3180-10CA MS3181-10CA MS3181-10NA

12 MS3115-12** MS3180-12CA MS3181-12CA MS3181-12NA

14 MS3115-14** MS3180-14CA MS3181-14CA MS3181-14NA

16 MS3115-16** MS3180-16CA MS3181-16CA MS3181-16NA

18 MS3115-18** MS3180-18CA MS3181-18CA MS3181-18NA

20 MS3115-20** MS3180-20CA MS3181-20CA MS3181-20NA

22 MS3115-22** MS3180-22CA MS3181-22CA MS3181-22NA

24 MS3115-24** MS3180-24CA MS3181-24CA MS3181-24NA

Dummy Receptacles & Metal Dust Caps
Metal Dust Caps

H

R

A
+.010 (0.25)
-.000 (0.00)

±.005 (0.13)
4 HOLES

(T.P.)

** Select Plating W = Olive drab over cadmium
A = Anodized
L = Electroless nickel

http://www.peigenesis.com/images/content/cannon/CSG/KPT_KPSE/itt-cannon-kpt-kpse-mil-dtl-26482-series-1-accessories-pg148.pdf
http://www.peigenesis.com/images/content/cannon/CSG/DL&APPENDIX/itt-cannon-accessories-sealing-screws-and-nut-plates-pg257.pdf
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Description Part Number Prefix Straight 90° 45°

Heat Shrink Boot Adapter M85049/60 X

M85049/7 X

Environmental M85049/9 X

M85049/11 X

M85049/23 X

EMI/RFI Non Environmental M85049/24 X

M85049/25 X

M85049/6 X

EMI/RFI Environmental M85049/8 X

M85049/10 X

EMI/RFI Crimp Ring M85049/26 X

EMI/RFI Banding M85049/82 X

M85049/83 X

M85049/84 X

Cable Tie M85049/53 X

M85049/54 X

M85049/55 X

Wire Seal M85049/31 X

Compression Nuts "E"

Accessories
Standard Cable Clamps

# Add S for Self Locking:

S = Self Locking with Detent

Straight clamp 90 degree Cable Entry

Shell Size Low cost Self-Locking Low cost Self-Locking Max Min

8 M85049/52-1-8* M85049/52#8* M85049/51-1-8* M85049/51#8* .204 (5.18) .125 (3.18)

10 M85049/52-1-10* M85049/52#10* M85049/51-1-10* M85049/51#10* .286 (7.26) .187 (4.75)

12 M85049/52-1-12* M85049/52#12* M85049/51-1-12* M85049/51#12* .416 (10.57) .291 (7.39)

14 M85049/52-1-14* M85049/52#14* M85049/51-1-14* M85049/51#14* .476 (12.09) .351 (8.92)

16 M85049/52-1-16* M85049/52#16* M85049/51-1-16* M85049/51#16* .625 (15.88) .501 (12.72)

18 M85049/52-1-18* M85049/52#18* M85049/51-1-18* M85049/51#18* .706 (17.93) .518 (13.16)

20 M85049/52-1-20* M85049/52#20* M85049/51-1-20* M85049/51#20* .831 (21.11) .581 (14.76)

22 M85049/52-1-22* M85049/52#22* M85049/51-1-22* M85049/51#22* .956 (24.28) .644 (16.36)

24 M85049/52-1-24* M85049/52#24* M85049/51-1-24* M85049/51#24* 1.081 (27.46) .706 (17.93)

*If Military Standard versions don’t fit work for your applications, please call with your requirements. We will delight you with our design capabilities.

�See Shrink Boots on pages 258-263

Light weight
open rear design

� See pages 258-263

* Select plating code to match connector plating

* N = Electroless Nickel (High Temp 200°C Fluid Resistant)

* W = Olive Drab Chromate over Cadmium over Electroless Nickel (500 Hour Salt Spray)

http://www.peigenesis.com/images/content/cannon/CSG/DL&APPENDIX/itt-cannon-accessories-heat-shrink-boots-pgs258-259.pdf
http://www.peigenesis.com/images/content/cannon/CSG/DL&APPENDIX/itt-cannon-accessories-heat-shrink-boots-pgs258-259.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_60.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_7.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_9.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_11.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_23.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_24.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_25.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_6.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_8.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_10.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_26.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_82.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_55.pdf
http://www.peigenesis.com/images/content/glenair/Backshell_specs/M85049_31.pdf

