REVISIONS DOC. NO. SPC—-F005 * Effective: 7/8/02 * DCP No: 1398
ALL RIGHTS RESERVED. NO PORTION OF THIS PUBLICATION,
@ S Pc WITHOUT THE EXPRESS WRITTEN, CONSENT OF Spe DCP #| REV DESCRIPTION DRAWN| DATE |CHECKD| DATE |APPRVD| DATE
TECHNOLOGY.
2071| B CABLE MARKING UPDATED JYC | 4/21/10 | UYC | 4/21/10 | UYC | 4/21/10
TECHNOLOGY SPC_FO05.DWG 2094 C Updated to reflect molded SR JWM | 6/26/10 | JWM | 6/26/10 | JWM | 6/26/10
SP% Type L(,a:ngtth Color SP(':l Type L(?:ngtt)h Color | Length |
0- (Feet) 0. ee Molded Strain Relief
SPC21956 Black SPC21970 Black Both Ends
SPC21957 4205" Blue SPC21971 Blue At
SPC21958 Green SPC21972 10t Green g {
SPC21959 White SPC21973 Red post < POS.1
SPC21960 Black SPC21974 Yellow 1 J2
SPC21961 Blue SPC21975 White B Cable RJ-458P8C
spc21962| ., Red | [sPc21976 Black Madular Plug
SPC21993 Green SPC21977 Blue
SPC21963 Yellow SPC21978 .| Green
SPC21901 White SPC21979 Red
SPC21900 Black SPC21980 Yellow SEC A-A
SPC21899 Blue SPC21981 White
SPC21994 et Green SPC21982 Black RoHS
SPC21995 Red SPC21983 Blue Compliant
SPC21996 Yellow SPC21984 . Green
25* 3 Ipve BoOT 2pcs|PVC, COLOR: SEE TABLE 8 |BROWN TWISTED| 8 |
SPC21997 White SPC21985 Red SHORE A: 7513, UL94V—0 7 | WHITE/BROWN [PAIR 7
NI Bl PLaTeD 5 |WHITE/BLUE _|TwiSTED| 5
U,
SPC21964 Black SPC21986 Yellow 2 |RJ—45 BPBC | 2SET|INSULATOR: POLYCARBONATE, UL94V-2 7 | BLUE PAR | 2 |
SPC21965 Blue SPC21987 White MODULAR PLUG RRERT BAR. UL64v—2, COLOR: NATURAL
: g . 6 | GREEN TWISTED| 6
SPC21966 o Green SPC21988 Black #24X4P+JACKET: PVC, 0.D=95.3£0.1MM 3 | WHITE/GREEN [PAIR 3
r CABLE MARKING: E152376-A (UL) CM 75'C 4PR 2 | ORANGE TWISTED| 2
SPC21967 Red SPC21989 ) Blue 1 §2:?§§§YCEELE 1PC %ﬁvé% (é%é&l.slésk\}g’;}lﬁé [f"}% %5;0/5145\&“.;3.;2.; (uL) 1 | WHITE JORANGE |PAIR N
+4" . —B.
SPC21968 Yellow SPC21990 50 Green ISO/IEC 11BO1&EN 50173 CAT.SE PATCH CORD UTP | [ g WIRE COLOR 2
SPC21969 White SPC21991 Yellow No. TEm Y DESCRIPTION WIRE CONNECTION TABLE
SPC21992 White
DISCLAMER: TOLERANCES: DRAWN BY: DATE: | DRAWING TITLE:
AL STATEMENTS AND TECHNICAL INFORMATION CONTANED | \\i FSS OTHERWISE Dan McVicker 1/29/07 Cat Se Patch Cords, Snagless
HEREIN ARE BASED UPON INFORMATION AND/OR TESTS WE
BELEVE TO BE ACCURATE AND RELIABLE. SINCE SPECIFIED, CHECKED BY: DATE: ["SIZE] DWG. NO. ELECTRONIC FILE REV
CONDITIONS OF USE ARE BEYOND OUR CONTROL, THE
USER SHALL DETERMINE THE SUITABILITY OF THE PRODUCT EEP;EF&%IESQSE'\?[D:?E Jason Nash 04/28/08 A TA—81 5 TA-81 5.dwg C
FOR THE INTENDED USE AND ASSUME ALL RISK AND . DATE:
LIABILITY WHATSOEVER IN CONNECTION THEREWITH. PURPOSES ONLY. APPROVED BY: .
Jason Nash 04/28,/08 SCALE: NTS U.0.M.: Millimeters SHEET: 1 OF 1
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