ALL RIGHTS RESERVED. NO PORTION OF THIS PUBLICATION, WHETHER IN WHOLE OR IN PART
CAN BE REPRODUCED WITHOUT THE EXPRESS WRITTEN CONSENT OF SPC TECHNOLOGY.

SPECIFICATIONS:

CONNECTOR

SPC—F005.DWG

REVISIONS DOC. NO. SPC—FO05 * Effective: 12/21/98 * DCP No: 680
DCP #| REV DESCRIPTION DRAWN| DATE |CHECKD| DATE |APPRVD| DATE
788 | A RELEASED HYO |11/10/98| JC | 12/1/e9 | DJC |[12/28/99
1147 | B UPDATED TO TABULAR SPEC HYO | 4/3/01 | JC | s/18/01| JC | 5/18/01
Length
GREEN RED
YELLOW I/ BLACK
0.57 7 7 ﬁ
[15) —
| I
SPC Type Length
No. | Feet [Millimeters] Color
8588-0209 6 [1829] Almond
8588-0084
8588-0080 Black
Pin-Out 8588-0083 12 [3658] Chocolate Brown
8588-0082 .
Green --- Green Beige
EACH CONDUCTOR 4 STRAND TINSEL CORD 8588-0086
COPPER WRAPPED AROUND EACH FIBER Red - Red 8588-0088 Blue
Black --- Black : E
8588-0064 25 [7620] Almond 7
8588-0065 Black m
8588-0087 Chocolate Brown |E
8588-0085 White 3
DRAWN BY: DATE: | DRAWING TITLE: w
UNLESS OTHERWISE g
SPECIFIED, HISHAM ODISH 11/10/99 MODULAR HANDSET CORD B
wmﬂmﬂm_.._uwwm h%_._um CHECKED BY: DATE: [ SIZE] DWG. NO. ELECTRONIC FILE REV w
PURPOSES ONLY. JOHN COLE 12/1/99 1 A TA—-318 TA-318.0WG | B [
APPROVED BY: DATE: -
DANIEL CAREY 12/28/99| SCALE: NTS U.O.M.: INCHES [mm] SHEET: 1 OoF 1 E

4 POSITION /4 CONDUCTOR
ALMOND PVC JACKET
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