MICRO SWITCH

FREEPORT. ILLINOIS, U S &
A DIVISION OF WONEYWELL

FED. MFG. cooe #isas

SWITCH - ENCLOSED

CATALOG LISTING
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LEVER
KNVERTED—\

.75 DIA. X .25 WIDE,
STEEL ROLLER /1§

LEVER ADJUSTING SCREW
WITH 156 REF HEX SOCKET

\——CAPTIVE MOUNTING
SCREW (4)

3/4-14 NPT THREAD

.218 MAX DIA MTG
HOLE FOR NO. 10
SCREW (4)

RING TYPE SEAL
BETWEEN HOUSINGS

OPERATING HEAD MOUNTS
IN ANY OF FOUR POSITIONS
| ABOUT THIS CENTERLINE
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~CAPTIVE HEAD SCREW (4)

| DOTTED LINES INDICATE
/_nspn IN PLACE

1/4 -20 UNC MOD THREAD
_i_’/_x 562 MIN DEPTH (4)

fe——3.724:.030

CAM TRACKING VIEW

THIS DRAWING COVERS A PROPRIETARY ITEM AND IS THE PROPERTY OF MICRO SWITCH. A DIVISION OF MINNEAPOLIS-
MONKYWELL REGULATOR CO. THIS DRAWING i$ NOT TO BE COPIED OR USED WITHOUT THE APPROVAL OF MICRO SWITCM.

CHARACTERISTICS

ELECTRICAL DATA
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OPERATING TORQUE — — — — 75 IN-LB MAX
FuLL OVERTRAVEL TORQUE— —9.0IN-LB MAX
RELEASE TORQUE — — — =75 IN-LB MIN
PRETRAVEL — — — — — — |5° MAX
DIFFERENTIAL TRAVEL — — — — |0° MAX
OVERTRAVEL — — — — — — _ 30° MIN
RELEASE TRAVEL — — — — — — S5O MIN
SWITCH-8ASIC REPLACEMENT — — —2MN6 (2)

CONTACT ARRANGEMENT
{SEE CIRCUIT DIAGRAM)

DO NOT SCALE PRINT

UNLESS OTHERWISE

10A-120, 240. OR 480 VAC, 1/3 HP - 120 VAC

3/4 HP - 240 VAC; 0.8A - 113 VDC; 0.4A - 230 VDG
1A - 330 VDG

PILOT DUTY: 600 YAC MAX

NOTES

DIMENSIONS ARK IN INCHES [I\ ROLLER LEVER MAY 8E

TOLERANCES ARt:
one rLacE t.030
YWO PLACE (.01

THREE PLACE
AnGLES

WEIGHT

CENTER -NEUTRAL

OPERATING POSITION

/\WEIYlAVEL

PRETRAVEL

OPERATING POSITION

OVERTRAVEL

PRETRAVEL

OIFFERENTIAL
TRAVEL DIFFERENTIAL
TRAVEL

RELEASE TRAVEL—/

\— RELEASE TRAVEL

SWITCH "A™

SWITCH A" SWITCH "B"

LOCKED IN ANY POSITION THRU 360°% WHEN HEAD MECHANISM IS POSITIONED

IN OTHER THREE QUADRANTS, LEVER LOCATION IS RESTRICTED TO APPROX 180°
2-ROLLER LEVER WILL OPERATE BOTH SWITCHES
3- LEVER FURNISHED UNASSEMBLED IN UNIT PACKING BOX
4 -BASIC SWITCHES DO NOT NECESSARILY OPERATE SIMULTANEOUSLY

IN EITHER DIRECTION FROM NEUTRAL
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