Nominal data

R2E190A02605

Subject to modification

M2E068BF

AC centrifugal fan

Backward curved
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Type: R2E190A02605 / Status: 01.12.2006

- Bearings: Maintenance-free ball bearings

Current draw
Capacitor capacity

0.26 2.0/400

- Direction of rotation: Right, looking at rotor

Sound pressure level

62

Weight

I
N

- Impeller material: All-plastic impeller of PA 6.6 GV, injected round sheet-metal plate

ebmpapst


http://elcodis.com/parts/2846549/R2E190-A026-05.html

AC centrifugal fan

Backward curved

68,5 +1

14
62,705 — 058 +0,2
-
©
| | I
- 2 %
?I Ll /‘I‘\
~
5 .
= 15 N °
T2 S & s - - +3
s S| & ,
R '
|~
© ﬁ . g
} |
\ [ U
446 T | M4
62,8
U; = BU
U, = BK
Z =BN
D = GNYE
- Impeller material: All-plastic impeller of PA 6.6 GV, injected round - Bearings: Maintenance-free ball bearings
sheet-metal plate - Number of impeller blades: 7
- Direction of rotation: Right, looking at rotor - Screw depth: Max. 5 mm
- Cable layout: Variable - Insulation class: "B"
- Operating mode: S1 - System of protection: IP 44
- Protection class: |
- Approvals: CE
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