
GBLANK1G GBLANK2G

Connect | Exclusive weatherproof - IP55 & IP66

GWPIU3050 GWPIU3020

IP66 – 13A socket outlets

Code Description Qty

GWPIU3050 1 gang unswitched 1
GWPIU3060 2 gang unswitched 1
GWPIU3020 2 gang switched 1

BS 1363

IP66 maintained whilst in use

GWP1612 GWP1632

IP55 – 10AX switches

Code Description Qty

GWP1612 1 gang 2 way 1
GWP1622 2 gang 2 way 1
GWP1632 3 gang 2 way 1
GWP1614 1 gang intermediate 1

BS EN 60669-1

GWPIU3020R

IP66 – 13A RCD socket outlet

Code Description Qty

GWPIU3020R 2 gang RCD 30mA 1

BS 7288

IP66 maintained whilst in use

Electronic latch

See page 74 for RCD socket details

GWP2011

IP55 – 20AX switches

Code Description Qty

GWP2010 DP 1
GWP2011 DP with neon 1

BS EN 60669-1

GWP3020

IP55 – 13A socket outlets

Code Description Qty

GWP3050* 1 gang unswitched 1
GWP3060* 2 gang unswitched 1
GWP3010* 1 gang switched 1
GWP3020* 2 gang switched 1

*IP4X whilst socket is in use

BS 1363

GWP9000

IP66 grid enclosure & replacement seals

Code Description Qty

GWP9000 2 module enclosure 1
GWPIUKIT IP66 seal kit

2 x silicone seals +
2 x mounting brackets

BS 5733

• Utilises standard grid switch modules from
ROCCA module range. See page 62-63
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