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Jackscrew Assembly

1
Retaining ___ T
Ring
086-56UNC-2A ———-L
[2.18]

Jackscrew Assembly

High Profile Low Profile
(Q) 096-0002-0014 (R) 096-0002-0015
M83513/5-03 M83513/5-02
(QM) 096-0002-0086 (RA) 096-0002-0087
(H) W
(HM) (/M)
— 12200 I\Onax. 100
{3.96] Over Knurl a.187
| [4.75) 254
Jackscrew \Jﬂ 525 T Jackscrew
Retaining 1‘4,35 920 Retaining 415 Max.
Ring f14.861 [23.[37] Max Ring T 110,54
.112-40UNC-2A .112-40UNC-2A
(2.84] S [2.84]
Jackscrew Assembly Jackscrew Assembly
High Profile Low Profile
{H) 096-0002-0061 {J) 096-0002-0062
83513/5-16 M83513/5-15
(HM) 096-0002-0088 {(JM) 086-0002-0089

Microminiature D Connectors Jssued 5-01
Mounting and Coupling Hardware
(K) (L) (P}
(KM) (LW A28 ot
2 .158 Max.K , 425 098 Bg] o [;11357)]
" [3.96]0 fl . .
__.l ’ [3.96] Over Knu (18] [2.29 [ :?gisﬁUNC.zﬁ—\\ l
g [}
Jackscrew 600 :{aik??rew san-260 Bushing —| | i 415
" .853%.015 etaining \340~, Lockwasher .
Reéai:;ng 51_5124] [21.67:£0.38] Ring IB.Sd—TQJd] Hox Nut —5 [12‘07] .
- .086-56UNG-2A "B 1.
o SOUNG 2 18] Ses sounc-2a~ —
Jackscrew Assembly Jackscrew Assembly Jackpost Assembly
High Profile Low Profile (P) 096-0002-0009
(K) 096-0002-0010 (L) 096-0002-0011 M83513/5-07
M83513/5-06 M83513/5-05 P mates with K,KM, L,LM, Q,QM
(KM) 096-0002-0084 (LM) 096-0002-0085 and R,RM Jackscrew Assemblies,
()] (R)
Qm) (RM)
@ .156 Max. 2425 098
3.86) Over Knurl LI —
{3.86] Over el [2.29]
Jackscrew .sole Jackscrew -\ W]
Retaining [15.24] .853%.015 340-360  Notes:
Ring | ¥ [2te73039 [Be4-g.1a]

. Jackpost Assemblies will accom-
modate 3/32" max. thickness
panel.

Letter(s) in parentheses is to assist

in ordering hardware with the con-

nector (See “How To Specify”

page 7).

. Single letters (e.g. K) designate
hardware that meets M83513/5
requirements except the material
is 303 stainless steel, passivated.

. Add M suffix (e.g. KM) to desig-

nate hardware that meets all

M83513/5 requirements. Material

is corrosion resistant steel, non-

magnetic, 125,000 PS| tensile
strength minimum (Applies to
jackscrews only).

Hardware ordered separately

should be ordered in pairs; i.e. 2

pcs. P/N 096-0002-0009 per con-

nector haif.

. ltems in bold italic are qualified to
MIL-PRF-83513.
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Microminiature p Connectors

For Screw Mount MCK,
MCD and MCDM (Continued)

For Glip Mount — MCD

For Float Mount — MCK
D and MCDM '

Mounting and Coupling Hardware (Continued)

Si
of Head 1/16" Allen Head
X) )
2.125
gl o75 ga25 075

.086-56UNC-24 [ fr.en [3-18]_] ‘ "

[2‘18] Lockscrew .__;f
Retalning Clip Retaining Clip T .s43t0
086-56UNG-2A :086-56UNC-2A 71 e
[2.18] [2.18)

Lockserew Assembly Lo
ckscrew Assembly
096-0002-0008 096-0002-0013
@)

600

[15.24)
<455®
[9.04)

Mounting Key and Clip
P/N 096-0001-0000
(2 Required)

(F)
Washer
Bushing “/Eg—\
Float Mount Bushing
(Factory Installed)
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