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PX0685

PX0686

EN60 320-2-2 Standard Sheet E Class I Rewirable

PX0686/SE

� Cable Mounting

� Four Position Cable Entry

� Rewirable

� Screw Terminals

� 10A, 250V a.c.

� Cable Mounting

� Rewirable

� Screw Terminals

� 10A, 250V a.c.

� Cable Mounting

� Rewirable

� Screw Terminals

� 10A, 250V a.c.

Specification PX0685/Col PX0686/Col PX0686/SE/Col

Terminations: Screw Terminals Screw Terminals Screw Terminals

Max. Rating: 10A, 250V a.c. 10A, 250V a.c. 10A, 250V a.c.

Colours: No suffix (Black), /WH (White), /GY (Grey) No suffix (Black), /WH (White), /GY (Grey) No suffix (Black), /WH (White), /GY (Grey)

Contact Resistance: <10mΩ <10mΩ <10mΩ

Insulation Resistance: >104 MΩ >104 MΩ >104 MΩ

A.C. Breakdown: Pole-Pole 5.2kV. Pole-Pole 5kV. Pole-Pole 5kV. 
Poles-Accessible Parts 6kV Poles-Accessible Parts 5kV Poles-Accessible Parts 5kV

Operating Temp. Range: –40˚C to +70˚C –40˚C to +70˚C –40˚C to +70˚C

Withdrawal Force: 10N (Min.) 50N (Max.) 10N (Min.) 50N (Max.) 10N (Min.) 50N (Max.)

Mouldings: Nylon, Flammability Rating UL94V-0 Nylon, Flammability Rating UL94V-0 Nylon, Flammability Rating UL94V-0

Contacts: Brass, Nickel Plated. Brass, Nickel Plated. Brass, Nickel Plated.

Approvals:

Accessories / Notes: Unique octagon module allows 
choice of 4 cable positions

Mating Outlets: PX0675, PX0695, PX0783, PX0793, PX0675, PX0695, PX0783, PX0793, PX0675, PX0695, PX0783, PX0793,
PX0793/1 PX0793/1, PX0714 PX0793/1, PX0714

Compliant Compliant Compliant

ANGLED MALE CONNECTOR

STRAIGHT MALE CONNECTOR

SIDE ENTRY MALE CONNECTOR

RoHS


