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H11-RAA—101 SHOW
(WITH SCREW—LOCKS)

|

THIS DOCUNENT CONTAINS PROPRIETARY INFORMATION AND SUCH INFORMAI
OR USED FOR MANUFACTURING PUPOSES WITHOUT PERMISSION FROM AMPHENL CANADA CORP.
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PANEL CUTOUT DIMENSIONS
NOTES: (FOR REFERENCE)
1. MATERAL -
CONTACTS: PHOSHOR BRONZE
30 microinches GOLD OVER 50 microinches NICKEL IN
MATING AREA.
150 — 300 microinches TIN LEAD OVER NICKEL UNDERPLATE
IN TERMINATION AREA.

INSULATION MATERIAL : GLASS FILLED THERMOPLASTIC UL 94V-0.

DIM "T" SHELL: STEEL, NICKEL OR BRIGHT TIN PLATE OVER COPPER UNDERPLATE.
TAIL_LENGTH GROUNDING CLIP: STEEL, TIN PLATE OVER NICKEL UNDERPLATE.
(SEE P/N CENTER SHIELD: BRASS, NICKEL PLATE OVER COPPER UNDER PLATE.
CONFIGURATION

FOR OPTIONS) 2. RATINGS AND CHARACTERISTICS —

RATED VOLTAGE: 30 V rms.
CURRENT RATING AT 55°C (131'F)
1.5 A SINGLE CONTACT

INSULATION RESISTANCE: 500 m ohms min.
CONTACT RESISTANCE: 60 m ohms maximum

FERONT VIEW DURABILITY CYCLING: 2000 min.
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