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75Ω SMB PCB Angle Jack Receptacle
Male Contact/Blunt Post Terminal
903-519J-71P Gold Plated Body
TFE Fluorocarbon, Red Insulator

Gold Plated Contact

75Ω SMB PCB Jack Receptacle
Male Contact/Blunt Post Terminal

903-512J-71P Gold Plated
TFE Fluorocarbon, Red Insulator

Gold Plated Contact

75Ω SMB PCB End Mount Jack Receptacle
Male Contact/Blunt Post Terminal

903-518J-71P Gold Plated
TFE Fluorocarbon, Red Insulator

Gold Plated Contact

75Ω SMB PCB Slide-on Plug Receptacle
Female Contact/Blunt Post Terminal

903-524P-71P Gold Plated
TFE Fluorocarbon, Red Insulator

Gold Plated Contact

75 ohm SMB PRINTED CIRCUIT BOARD RECEPTACLES
Connector Terminal MTG

Plt. Ins
Construction Amphenol

Fig.Description Type Hole Notes Number

PCB Slide-on Plug Receptacle/Four Legs Blunt Post T PCF D32 Gold Plt. Body/Red TFE Ins. 903-524P-71P 1

PCB End mount Jack Receptacle/Four Legs Blunt Post — PCF D32 Gold Plt. Body/Red TFE Ins. 903-518J-71P 2

PCB Jack Receptacle/Four Legs Blunt Post T PCF D32 Gold Plt. Body/Red TFE Ins. 903-512J-71P 3

PCB Angle Jack Receptacle/Four Legs Blunt Post T PCF D32 Gold Plt. Body/Red TFE Ins. 903-519J-71P 4
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