\ AlR

CAPACITORS

Air Capacitors are designed specifically for

RF applications, VHF through microwave,

and have become the industry standard of ‘
excellence. High 0 and femperature stability O — -1 —125(T YP
are a result of proper attention to geometry : 7
and choice of optimum materials. The heart of - | 15/64
this trimmer is the one piece self-locking ! /

l

constant drive mechanism illustrated to the right.

This mechanism utilizes transverse slofs fo creafe

a spring effect between fwo threaded sections
resulting in substantial contact areas which

insure uniform torque, high 0 and
low dynamic funing noise. : .
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» RF amplifier and oscillators » Working Voltage: 250 VDC (500 VDC Test)
 Impedance matching Long Rotatianal life

« Interstage coupling Insulation resistance: > 10° MQ

e Filter tuning » Temperature range: -65°C fo +125°C

e Crystal frimming RoHS Compliant

CAF:ELLAENGE SERIES R @ 250 MHz PAGE

0.35103.5pPF 5800 > 10000 2
0.5T105PF 5850 > 7500 2
0.6 106 PF 5700 > 10000 2,3
1500 > 4000 @195MHz 2
0.870 10 pF 5200 > 5000 3
1 T001R0 oF 5750 > 7500 3
5300 > 2000 4

11014 PF 5400 > 3000 3,4
17016 PF 5450 > 3000 4
170 20PF 5500 > 1500 4
171030PF 5600 > 800 4
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Specifications provided are typical and for reference only. Specifications are subject to change, and may be disconfinued without advance nofice.
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1 To 10 BF

Lead-5olderless design

« (apacitance Range: 1.0 to 10.0 pF (>8 turns)
Working Voltage: 250 VDC (500 VDC Test)
Torque: 1fo05.0 0z. In.

e Tuning Tool: 8764

RoHS Compliant
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Torque: .3 fo 3 oz.
Tuning Tool: 8764
RoHS Compliant

Capacifance Range:
Working Voltage: 250 VDC (500 VDC Test]

.5 to 5 pF (>12 turns)

In.
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\.0.35 To 3.5pF

« Capacitance Range: .35 to 3.5 pF (>9 turns)
Working Voltage: 250 VDC (500 VDC Test)
Torque: .3 fo 3 oz. In.

Tuning Toal: 8766

RoHS Compliant
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« Capacitance Range:
Working Voltage: 250 VDC (500 VDC Test)

Torque: .4 fo 4 oz.
e Tuning Tool: 8764
RoHS Compliant

.6 to 6 pF (>7 turns)

In.
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Torque: 1to 5 o0z. In.[52XX) or .4 to 4 oz. In.[575X]
Tuning Tool: 8764
RoHS Compliant
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« Capacitance Range: 1 to 14 pF (>6 turns)
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Specifications provided are typical and for reference only. Specifications are subject to change, and may be discontinued without advance notice.
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A M 49— 25
5402 B -['21 - SEAL“ 5502 s | 2 i
0@ 100 MHz el — ] éa 0@ 100 MHz 715 98 %
>3000 15/64(234-64) >1500 f N/
HEX NUOT‘ISSSWSC) UNS-2A 040 e i
HEXNUT :
295 o
8053 P XO)—
(1.5 to 14 pF) P 1oiS4( 204 64 « Capacitance Range: 1.0to0 10.0 pF (>20 turns)
0@ 100 MHz A 1  Working Voltage: 250 VDC (500 VDC Test)
1500 L 40 o Torque: 1to5.0 0z In.
M 062 {L*:g;g e Tuning Tool: 8764
: e RoHS Compliant
.1 TO 16 PF
« Capacitance Range: 1 to 16 pF (>6 turns) 5600 (éoEeﬂ —
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1 7o 10 pF (500 vDbB)

Capacitance Range: 1.0 to 10.0 pF (>10 turns]
Working Voltage: 250 VDC (500 VDC Test) Working Voltage: 500 VDC (1000 VDC Test)
Torque: 1to5o0z. In. Torque: 1to05.0 0z. In.

e Tuning Tool: 8764 e Tuning Tool: 8764

RoHS Compliant RoHS Compliant

Capacitance Range: 1 to 20 pF (>12 turns)
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:m Johanson Manufacturing Corporation « 301 Rockaway Valley Road, Boontan, New Jersey 07005 « Phone 973.334.2676 - Fax 973.334.2954

STAY TUNED . ELECTRONIC ACCURACY THROUGH MECHANICAL PRECISION . WWW.JOHANSONMFG.COM
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