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Ferrite Engineering Design Kit for quick and easy EMI suppression EOHSF ;
: h f . omplian
evaluation. The kit contains split cores for round and flat cable as well as P
solid cores for flat cable. The split cores for round cables are held in a
plastic case that snaps shut over the cable for a retro-fit design. The split
cores for flat cable are held together with a spring clip for retro-fit design. ' ; UL . '
A i
LU Q) o - H0) ) |
SPC Type Dimensions Impedance () | | | Ll t | ' TN 1
No. A B c D E Fig. | 25MHz[ 100MHz s I:I it I
SPC5300 | 31.50£1.00 | 14.00+1.00 | 31.00+1.00 | 32.50+1.00 | 13.05t0.40 | 1 | 150 250 A l— b — E =D c—
SPC12542 | 25.50£1.00 | 11.50+1.00 | 23.50+1.00 | 32.50+1.00 | 10.15:040 | 1 | 130 240
SPC5302 | 20.50£1.00 | 7.50+1.00 | 20.00+1.00 | 33.00+1.00 | 6.50+030 | 1 | 180 275 Fig. 1 Fig. 2 Fig. 3
SPC12543 | 15.001.00 | 6.00£1.00 | 14.00+1.00 | 23.00+1.00 | 500020 | 1 [ 105 170
SPC12544 | 19.50£1.00 | 9.50+1.00 | 31.00£1.00 | 20.00#1.00 | 35.00+1.00 | 2 | 120 190 ] ]
SPC12545 | 18.00+1.00 | 9.50+1.00 | 36.00+1.00 | 20.00:1.00 3 | 120 190 ST o - (C YE o F——
SPC12546 | 12.001.00 | 5.00£1.00 | 25.50+1.00 | 13.00+1.00 - 3 91 157 F J1E _ -
SPC12547 | 20.00+1.00 | 20.00+1.00 | 20.00+1.00 | 20.00+1.00 4 | 44 107 | fﬁ IT: s —I[" 1 L J
SPC12548 | 19.50£1.00 | 8.00£0.30 | 17.00+1.00 | 23.00+1.00 | 23.00£1.00 | 4 | 60 120 B I_ -l A — c
SPC12549 | 19.20+1.00 | 8.20+0.30 | 20.00+1.00 | 23.40+1.00 | 26.10£1.00 | 4 75 160 A c
SPC12550 | 24.50£1.00 | 10.20+0.40 | 13.50+1.00 | 28.50+1.00 | 20.00£13.00 | 4 50 105 _
SPC12551 | 28.00£1.00 | 11.50£0.40 | 18.00£1.00 | 21.50+1.00 | 24.00£1.00 | 4 | 70 140 Fig. 4 Fig. 5 Fig. 6
SPC12552 | 29.00£1.00 | 15.00+0.50 | 15.50+1.00 | 33.00+1.00 | 21.50¢1.00 | 4 | 45 100
SPC12553 | 60.00£1.00 | 48.50+0.80 | 12.70+0.40 | 12.00:040 | 220:030 | 5 | 40 95 5 L
SPC12554 | 56.8~57.90| 52.00:0.90 | 12.00+0.50 | 6.50+0.50 1.00~1.80 | 6 | 25 75 | 1',' ’.'r i — E
SPC12555_| 49.60+1.00 | 44.00+0.80 | 12.00+0.50 | 6.50£0.50 1.00~1.80 | 6 | 25 66 z Fig. 8 b
SPC12556 | 45.20:1.00 | 40.00+0.80 | 12.00:0.50 | 6.50£0.50 1.00~1.80 | 6 | 27 70 T T E== —lorozl— T —s—|T c J
SPC12557 | 40.00£1.00 | 35.00£0.70 | 12.00£0.50 | 6.50+0.50 1.00~180 | 6 | 28 69 F || — A a
SPC12558 | 33.50£0.90 | 26.40~27.90 | 12.00:0.50 | 6.50+0.50 1.00~1.80 | 6 30 66 ) T, 15719075 Fig. 9
SPC12559 | 31.00+0.70 | 26.4~27.90 | 12.00£0.50 | 4.30~5.00 | 1.00:015 | 6 | 28 75 Fig. 7 1{ K
SPC12560 | 28.50£0.70 | 23.50+0.50 | 8.00+0.40 | 6.500.50 | 0.85:0.30 | 6 | 28 65 —
SPC12561 | 24.50£0.70 | 20.00+0.50 | 12.00+0.50 | 4.30~5.00 | 0.50~1.10 | 6 35 70 767 127007
SPC12562 | 23.30.70 | 20.00+0.50 | 7.00:0.30 | 2.80~340 | 0.900.20 | 6 17 45 F .
SPC12563 | 63.50£1.20 | 52.00£1.00 | 13.00£0.40 | 6.35:0.25 | 0.80:020 | 7 | 45 114 ]:I — E
SPC12564 | 16.00+0.40 | 11.50:0.40 | 20.00+0.60 | 4.30~500 | 0.50~1.10 | 6 | 60 120 D _
SPC12565 | 16.00+0.40 | 11.50:0.40 | 8.00:0.40 | 4.30~500 | 0.50~110 | 6 | 28 72 Tri—s— |1
SPC12566 | 16.5:0.30 | 12.50+0.30 | 10.25:0.20 | 2.00:0.20 | 0.60:0.20 | 9 31 75 I—— A ——I e
SPC12567 | 76.20+1.30 28.50:0.70 | 6.35:0.25 | 0.80:020 | 10 [ 71 195 Fig. 10
SPC12568 | 63.50+1.20 | 52.00+1.00 | 28.50+0.70 | 6.35:0.25 | 0.80+0.20 | 10 | 77 172 )
SPC12569 | 55.10£1.20 | 43.70+1.00 | 28.50+0.70 | 6.35£0.25 084020 | 10 | 80 181
SPC12570 | 45.00+1.00 | 34.40+0.70 | 28.50:0.70 | 6.35:0.25 | 0.800.20 | 10 | 102 185
SPC12571 | 38.00+1.00| 26.60+0.70 | 25.40+0.70 | 6.35:0.25 | 0.800.20 | 10 | 1105 175
Based upon single turn impedance measurements using an HP4191A
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